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Network Disclosure Announcement No. 618
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Iowa, Minnesota, Montana, Nebraska, New Mexico, North Dakota, Utah, and Washington
First Implementation Date:
August 31, 2007
Original Date Posted:
July 25, 2007
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Phoenix Northeast PHNXAZNE
	09-16-2007
	320663  321012
	7211TSX
	HVP 2801 N 52 ST, F2338 N 52ST, F2344 N 52 ST, F2522 N 52 ST, & F2534 N52 ST
	HV 2801 N 52 St.  -  Relocate the existing feed for this HVP approx. 300'.  Replace 264' & 336' of 24 gauge CMAW-50 (existing dB loss of 1.080) with 700' of 24 gauge CMAW-50  (new dB loss of 1.250)

F 2338 N 52 St -  Relocate the existing pedestal approx. 10' south of it's current location.  Replace 45', 123' 355', 240', & 160' of 24 gauge 600pr cable (existing dB loss of 1.630) with 45', 123', 55', 355', 40', 40', 240', 10', 10', 160', & 10' of 24 gauge 600pr cable (new dB loss of 2.0) 

F 2334 N 52 St - Relocate the existing pedestal approx. 10' south of it current location.  Replace 45', 123', 355, & 240' of 24 gauge 600 pr cable (existing dB loss of 1.360) with 45', 123', 55', 55', 355', 40', 40', 240', & 10' of 24 gauge 600 pr cable (new dB loss of 1.7)

F 2522 N 52 St - Relocate the existing pedestal 40' north of its current location.  Replace 45', 123', & 355' of 24 gauge 600pr cable (existing dB loss of .950) with 45', 123', 55', 55', 355', & 40' of 24 gauge 600pr cable (new dB loss of 1.210)

F 2534 N 52 St - Relocate the existing pedestal 65' south of its current location.  Replace 45' & 123' of 24 gauge 600 pr cable (existing dB loss of .310) with 45', 123', & 65' of 24 gauge 600pr cable (new dB loss of .430)

The retirement date for this project has been set at 9/16/07 to coordinate with the City of Phoenix road improvement construction schedule.  

	AZ
	Pinnacle Peak PRVYAZPP
	11-08-2007
	412011
	621T203
	X 16883 N Scottsdale Rd
	Replacing .853 kft of ANMW-900 with .865 kft of ANMW-900. Replacement is required due to roadway reconstruction . Loop loss increasing by 0.02db no impacted circuits types identified .

Old loop loss =3.35db @40 KHz New loop loss =3.37db @ 40 KHz

	CO
	Denver North DNVRCONO
	10-05-2007
	212352
	7221YNI
	4701 Lowell Blvd 
	Qwest is replacing 270' of ADBC-450, 10' 10E2-100, 50' 10E2-400 with 50' of 10E2-600, 315' of ANMW-600, 10' of ANMW-300 resulting in a 0.30dB loss increase.  The cable replacement is being done as a rehab job.

	CO
	Grand Junction GDJTCOMA
	09-16-2007
	417231
	7221YOW
	2194 Rimrock Rd
	This job will abandon in place 3,807' of ALAW-300, 4,310'  of AFMW-300 and 181' of BKMH-300

along the north side of Monument Rd east of S Camp Rd in route 4 of the GDJTCOMA wirecenter.  The existing cable being abandoned currently has zero working lines and is no longer used.  This cable is in conflict with a road project being done by Mesa County.

	IA
	Indianola INDNIACO
	10-31-2007
	120601
	72C17PE
	504-30
	Job cuts 69 CO copper lines in the CP5021 x 26-300 range to LPG2005 count from new ISC303 CREX RT 1302 Fulton St (INDNIAAR) at X 504-30.  No negative impact on existing loops.  

	MN
	Cohasset CHSTMNCH
	09-07-2007
	411002
	72M1JT5
	Hwy 6 & Clay Boswell
	THIS JOB WILL REPLACE EXISTING CABL(450' OF 22 GA WITH A dB LOSS OF 0.480 AT 28 kHz) WITH NEW (650' 0F 22 GA WITH A dB LOSS OF 0.690).

COUNTS AFFECTED:

3, 1-125

3, 151-175

3, 251-300

2, 201-275

	MT
	Cooke City CKCYMTMA
	12-31-2007
	310531
	H640011
	8 Monument Ave
	Qwest is rerouting buried cable in conflict with a highway project.   Combination F1/F2 cable - 13,421'  of 24 gauge and 13,441' of 19 ga will be replaced with a single sheath - 14,842' of 24 ga. to the FDI.  The loss will increase by  +16.26db on the worst condition.  The second section will be F2 and IOF -  three cables will be replaced with one.  4100' of 22 ga, 4100' of 24 ga and 4100' of 22 ga will be replaced with 4500' of 22 ga.  The losses will increase by +.50db on the worst condition.

	ND
	Gardner GRNRNDBC
	11-20-2007
	315102
	72F141S
	CCT300-7      CCT300-8
	Qwest is replacing a defective section of cable. The existing cable (F-1 22 gauge 6.113Kft) will be cut to the new section (F-1 22 gauge 6.19Kft) for a total F-1 loop of 33.69Kft.  The dB loss calculations @ 28KHz for this section of cable are BEFORE 7.130dB, AFTER 7.230dB

	NE
	Randolph RNDHNENW
	08-31-2007
	210302
	72B14GC
	F1 FEED TO THE RURAL 
	THE EXISTING BHBH-11PR ON 862 RD HAS BEEN GRADED OUT AND IS SHALLOW IN SEVERAL LOCATIONS. THE CABLE HAS BEEN TEMPORARILY REPAIRED AND NEEDS TO BE REPLACED WITH THE ANAW-25PR AS SOON AS POSSIBLE TO AVOID FURTHER DAMAGE. BEFORE:3198' BHBH-11PR@28KHZ=39.540, AFTER:3450' ANAW-25PR@28KHZ=41.390. CHANGE OF +1.85.

	NM 
	Clovis CLVSNMMA
	11-01-2007
	310301  320101  310602  310701
	7251DDM
	217 S Prince,  813 E Brady,  13.6 RL 5,       1712 S Prince,   4RL 68
	Qwest is removing 403' of XXSR-1600 and replc with 510' of DCMZ-1800, (.50 db loss)  remv 403' BLDW-50,  403' of  XJBW-24 and replc with 510' of ANAW-100(.33.0 db loss).  

	NM
	Clovis Main CLVSNMMA
	11-01-2007
	310301  320101  310602  310701
	7251DDM
	217 S Prince, 813 E Brady, 13.6 RL5, 1712 S Prince, 4RL68
	Qwest is removing 403' of XXSR-1600 and replc with 510' of DCMZ-1800, (.50 db loss)  remv 403' BLDW-50,  403' of  XJBW-24 and replc with 510' of ANAW-100(.33.0 db loss).  

	NM
	Rio Rancho ALBQNMRR
	10-30-2007
	118111
	7251ARU
	1001 5 NW
	Qwest is replacing a copper fed Remote Terminal with a fiber fed Remote Terminal at 1001 5 N W .  The existing SAI will remain so the F2 facilities will be unchanged.  This will be a copper service withdrawal on all the F1 facilities.

	UT
	Springville SPVLUTMA
	09-15-2007
	135531
	626T930
	1330 Bartholomew Canyon Rd
	Replacing F1- 591' 22ga with F1- 609' 22ga changes dB loss of +0.020.  The new F1 loop to RT will be 45.04Kft.

Replacing F2-4483' 19ga with F2-5319' 24ga changes dB loss of +8.04.  The new F2 loop will be 9.115Kft.

	WA
	Battle Ground BTLGWA01
	10-15-2007
	212610
	72W1Q1K
	N/A
	This job replaces a section of defective cable at 14801 NE Main St.  The existing 240' of BHAA-600 will be replaced with 264' of ANMW-600.  The loss calculations for the copper cable sections are;   Before 240' BHAA-600 @ 28KHz=.260, Afer 264' of ANMW-600 @ 28 KHz=.440.  Change of +.18dB loss.

	WA
	Spokane Whitworth SPKNWAWH
	08-31-2007
	144001
	72W1PSG
	70-442E
	This job replaces 1308' of 19 guage cable with a 2dB loss with 1443' of 22 guage cable with a 3.1dB loss for a total negative loss of 1.1 dB.  It will also replace 585' of 22 guage cable with a loss of 1.3 dB with 636' of 22 guage cable with a loss of 1.4 dB for a total loss of .1 dB.  This work is required due to a Spokane County Rd project.

	WA
	Vancouver North VANCWANO
	12-30-2007
	221011  221131  317211
	72W1OYA
	6701 NE 109th,  7225 NE 119th ,  4904 NE 88th
	The dB loss calculations for the individual copper sections are:

Before:





After:

X 4908NE 88th 

 53rd Av. at NE St. Johns Rd. 

390’ of ANMW -200 @ 28 KHz = .640
422’ of ANMW-200 @ 28 KHz = .70

Change of +.06 dB loss .

NE St. Johns Rd. NE 50th Av. to NE 99th St.

1,900’ of ANMW-600 @ 28 KHz = 2.96
1,937 of ANMW-600 @ 28 KHz = 3.02

Change of +.06 dB loss .

X 7225 NE 72nd

Terminal 11416 NE 72nd Av.

160’ of AFMW- 100 @ 28 KHz = .27
187’ of ANMW-100 @ 28 KHz = .31

Change of +.04 dB loss .

NE St. Johns Rd. NE 72nd Av. to NE 109th St.

2,410’ of ANMW-900 @ 28 KHz = 3.75
2,067’ of ANMW-200 @ 28 KHz = 3.22

Change of -.53 dB loss.

NE 72nd Av. from St. Johns Rd. to NE 110th St.

1,322’ of AFMW-200 @ 28 KHz = 2.09
1,413’ of ANMW-200 @ 28 KHz = 2.22

Change of +.091 dB loss.



	WA

Con’t
	Vancouver North VANCWANO
	12-30-2007
	221011  221131  317211
	72W1OYA
	6701 NE 109th,  7225 NE 119th ,  4904 NE 88th
	NE 110th St east of NE 72nd Av.

1,345’ of AJMW-100 @ 28 KHz = 2.12
1,052’ of ANMW-100 @ 28 KHz = 1.68

Change of -.44 dB loss.

X 6701 NE 109th

St. Johns Rd. south from NE 109th St.

995’ of ANMW-900 @ 28 KHz = 1.59
1,022’ of ANMW-900 @ 28 KHz = 1.63

Change of +.04 dB loss.

St. Johns Rd. south of NE 65th Av.

940’ of ANMW-600 @ 28 KHz = 1.5
934’ of ANMW-600 @ 28 KHz = 1.5

No change

NE 102nd St. off NE St. Johns Rd.

142’ of AFMW-100 @ 28 KHz = .24

267’ of ANMW-100 @ 28 KHz = .45

Change of +.21 dB loss.

NE 65th Av. Off NE St. Johns Rd.

277’ of ANMW-300 @ 28 KHz = .46
232’ of ANMW-300 @ 28 KHz = .39

Change of -.07 dB loss.

NE St. Johns Rd. south of I-205

1,851’ of AFMW @ 28 KHz = 2.89

1,957’ of ANMW-300 @ 28 KHz = 3.05

Change of +.16 dB loss.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
