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Network Disclosure Announcement No. 623
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Minnesota, Montana, Oregon, Utah, and Washington
First Implementation Date:
October 1, 2007
Original Date Posted:
August 20, 2007
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Wickenburg WCBGAZMA
	11-24-2007
	210111
	7211XND
	11 Tegner St
	Before:                                                                 After:

750'of CDAC-1200@28KHz=0.88

600'of ALMW-600@28KHz =1.08      1350'of ANMW-900@28Khz=2.13

Total 28KHz = 1.96

Change of +0.17dB loss.

Before:                                                           After:

575'of KLAW-600@28KHz =0.68      1350'of ANMW-900@28Khz=2.13 (Duplicate)

Change of +1.45dB loss.

	CO
	Mancos MNCSCOMA
	11-30-2007
	110431
	7221PUP
	330 N Main
	3259' OF ALAW-50 (22 GAUGE) BURIED COPPER IS BEING REPLACED BY  3259' OF ANMW-100 (24 GAUGE) CABLE THAT WILL HAVE A NEGATIVE AFFECT ON THE DB LOSS FROM THE ORIGINAL 3.55 (22GAUGE) TO 5.13 (24 GAUGE)

	CO
	Monument MNMTCOMA
	10-12-2007
	111231
	H72A249
	None-IPG Count
	This job replaces 3035' of BHBA-25 with 4340' of ANMW-25 which increases the dB loss 5.23dB. This cable is being relocated due to development.    This development now lies in the Monument exchange and will be a new DA which will be fed from the Monument C.O..    The existing cable has IPG count from the Pikeview exchange and will be cut over to the new DA after permanent facilities are placed.   

	CO
	 Pikeview CLSPCOPV
	12-10-2007
	210733
	7221YUH
	4800 N Academy Blvd
	REPLACING DETERIORATED BURIED AIR CORE CABLE. THE CABLE GAUGE IS CHANGING FROM 22 TO 24 FOR 1830FT.

	MN
	Fargo FARGNDBC
	10-26-2007
	140108
	72F1437
	Wall St & Root Ave.
	Qwest is replacing a section of defective cable begining 1.486Kft.  from the SAI & continuing to 2.954Kft. The existing (F1-24 Gauge=9.895Kft & 26 Gauge=0.030Kft, F2-22 Gauge=0.840Kft & 24 Gauge=1.95Kft is 1.570dB loss @ 28Hz. The new section F1=N/C, F2 - 24 gauge=2.858Kft is 2.310dB loss @ 28Hz Change of +0.74dB. The short interval is due to maintenance needs.

	MT
	Red Lodge RDLGMTMA
	11-01-2007
	112341
	H640016
	RT 45.04 rl29, RT 72.8 rl29,   RT 87.2 rl29D
	Qwest is rerouting buried cable in conflict with a highway project.  F1 cable - 3327' of 24 ga is being replaced by 3400' of 24ga.  The loss is increased by +0.13db.   F2 cable - 3298'   of  19 gauge is being  replaced by 3,400' of 24 ga.  The loss is increased by +3.26db.  

	OR
	Bend BENDOR24
	11-26-2007
	432400
	72R1JJO
	Terminal 7th Mt Restaurant-01
	This job will cut away from an existing KFAW-54 to a new ANMW-100. This increases the cable length by 1389', the Db loss increases 2.91 @ 28 KHz and the resistance increases 92.06 ohms.

	UT
	Smithfield SMFDUTMA
	11-15-2007
	313101
	7261IND
	210 N 100 East
	Qwest will abandon 761' of AFMW-100 and replace it with 969' of 24Ga cable, resulting in a change of  +0.320dB loss. Qwest will also abandon 820" of ANMW 200 and replace it with 1,281' of 24Ga cable, resulting in a change of + 0.700dB loss.  

	WA
	Aberdeen ABRDWA01
	10-01-2007
	440301
	72Q1QJV
	N/A
	This job replaces 1250ft of deteriorating BHAH-100 buried cable placed in 1965 with 1300ft of buried ANAW-200 cable approximately 35.6KF west of the central office.  

The db loss for the copper cable section to be replaced is as follows.  Before:  1250' BHAG-100 @ 28KHz = 1.320db loss.  After:  1300' ANAW-200 @ 28KHz = 1.370db loss.  A change of 0.050db.  

Shorter than normal interval required to allow contractor to trench druing dry weather as job site is on a steep hillside.

	WA
	Renton RNTNWA01
	11-17-2007
	232803
	61W3953
	12800 156TH SE
	Transferring cable count out of defective 0.316kf  24ga cable and into 0.316kf  26g cable in order to eliminate  maintenance issues.  There is an additional loop loss of 0.06dB after this work is completed.  This site is 0.18 kf from the remote terminal.  There are unbundled services in this cable and they will continue to be supported by the RT and SAI feeding this area.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach
Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
