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Network Disclosure Announcement No.625
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Iowa, Minnesota, Nebraska, New Mexico, Utah, and Wyoming 
First Implementation Date:
September 28, 2007
Original Date Posted:
September 5, 2007
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Sierra Vista South SRVSAZSO
	12-28-2007
	310611   310811  310911
	7211UHC
	7187 S Highway 92, 7701 S Silverstone Av.  9890 S Highway 92
	Replace copper cables from X 7187 S Hwy 92 to the south to avoid conflicts with AZ  Dept Of Transportation's proposed hwy construction project to widen lanes,extend culverts and pipes,& place new storm drains and drainage basin. The following are being replaced (all dB at 28KHz):329' 22 ga 50 pr bur ca w/391' 22 ga 50 pr bur ca with +.21dB loss at 7268 & 7298 S Hwy 92; 2229' 22 ga 200 pr bur ca w/2510' 22 ga 200 pr aer ca with +.39dB loss at 8182 S Valley Vista Dr; 9204' 22 ga 54 pr bur cable w/9813' 22 ga 54 pr aer ca with + 1.6dB loss at X 9890 S Hwy 92 ; and 473' 19 ga 200 pr ca w/500' 22 ga 200 pr ca with + .28dB loss at 7247 S Hwy 92.                     

	AZ
	Tucson – North TCSNAZNO
	03-01-2008
	210101
	621T448
	200 E Linda Vista Blvd
	ADOT Improving roadway & requires abandonment of existing F1 direct buried copper servving F 10001 N Oracle Rd. New loop entails service from an existing SAI and utilization of Fiber Hub pairs from the CEV @ RT701 E Camino Diestro. Job will provide the FH pairs at the SAI. Resulting loop loss is calculated to be 11.06dB after cutover.

	CO
	Denver – North DNVRCONO
	09-28-2007
	412522
	72221HA
	1999 W 56 Av
	Existing 100 pr cable feeding 5800 Pecos needs to be replaced.  As past of this replacement multiple  cables need to be cut into and the splice configeration changed.

The DB loss calculations for the copper cable sections are:

Before:  .010 KF BKMS 200 pr @ 28 KHz = .020 After:   .035 KF ANAW 200 pr @ 28 KHz = .060 - Change of +.040 db loss

Before:  .500 KF AJMW 300 pr @ 28 KHz = .820 After:   .475 KF AJMW 300 pr @ 28 KHz = .780 - Change of -.040 db loss 

Before:  .336 KF BKMA 100 pr @ 28 KHz = .560  After:   .326 KF BKMA 100 pr @ 28 KHz = .540 - Change of - 0.02 db loss 

Before:  .443 KF BKMA 100 pr @ 28 KHz = .730  After:   .433 KF BKMA 100 pr @ 28 KHz = .710 - Change of - 0.02 db loss 

Before:  .590 KF BKMA 100 pr @ 28 KHz = .960  After:   .527 KF BKMA 100 pr @ 28 KHz = .860 - Change of - 0.100 db loss

	IA
	Des Moines – West DESMIAWS
	11-07-2007
	230001
	72C1AT2
	3414 Center
	Relocating an aerial cable in the rear of 815 to 829 29th street to a buried front feed. New cable be same gauge as existing  cable (24gauge). But the front feed will add an additional 150' of cable to these customers loop make-up.

	MN
	Bemidji BMDJMNBE
	11-01-2007
	294502
	72M1IDC
	400/14
	Qwest is removing all copper pairs at X 400/14.  The existing services will be cut to pair gain count.  Services requiring C.O. copper will no longer be supported.

	MN
	Hanover HNVRMNBC
	10-15-2007
	110902
	72M1JLN
	23502 CO RD 50
	County Road 19. Replacing four spans of aerial  907' of BHAH and moving the counts into 907' of ANMW.

Before 907' of 22 ga @ 28KHz = .97db

After 907' of 24 ga @ 28 KHz =+1.49db.

A change of  +0.52db.

	MN
	Owatonna OWATONNA
	12-30-2007
	110702
	H7MA064
	116 Pearl ST
	THIS JOB WILL REPLACE EXISTING CABLE 120 FEET OF 24 GUAGE WITH A Db LOSS OF .200  WITH 320 FEET OF 24 GUAGE WITH A Db LOSS .530.  

	NE
	North Platte NPLTNENW
	12-21-2007
	410807
	72B14KX
	215-30
	THIS JOB REPLACES 1077 FT OF 19 GAUGE BURIED 50 PAIR CABLE (BHBH)  WITH 1111 FT OF 19 GAUGE BURIED 50 PAIR  CABLE (ANBW).  WHICH EQUATES TO 0.02  DB DIFFERENCE FOR THIS CABLE  SECTION UPON COMPLETION OF THIS JOB 

	NM
	Bernalillo BRNLNMMA
	11-27-2007
	120201
	7251BDY
	2153 Willow Creek Rd NE
	This  area is currently fed by copper DS1 pair gain on a SLC-96 and will be cutover to fiber fed Next Level.  This will be a complete withdrawal of copper .  The only unbundled circuits at this location are une-p circuits.

	UT
	Spanish Fork SPFKUTMA
	11-15-2007
	217001
	H76A136
	6414 S 4000 West
	Relocated existing xbox,copper fed RT and repeater for new development. The existing  1507' BHBR-25@28KHz=.910 (+380dB loss),  1507' BHBA-16@28KHz=.920 (+380dB loss)  will be placed with  1220' new ANAW-2 @ 28KHz=1.290.

The existing 120' BKTA-2@28KHz=.320(+.440dB loss) and 142' ANMW-4@28KHz=.240(+.520dB loss) will be replaced with 460' new ANMW-6@28KHz=.760.

The new loop to RT will be 22.0Kft for central office.

	WY
	Dayton/Ranchester  DNRHWYMA
	10-15-2007
	1130
	72716RV
	615 Slack Creek Rd
	AN EXISTING  1566' OF AJBW-6 (Db LOSS OF .930) WILL BE REPLACED WITH 1633' OF ANMW-25 (Db  LOSS OF 1.720).


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
