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Network Disclosure Announcement No.645
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Colorado, Iowa, Minnesota, Nebraska, Oregon, Washington and   Wyoming
First Implementation Date:
05-23-2008
Original Date Posted:
03-12-2008
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	CO
	Golden GLDNCOMA
	05-30-2008
	111632
	72223WG
	5005 Indiana
	REPLACE 1335' OF 50 PAIR 22 GAUGE AERAIL CABLE WITH 665' OF 50 PAIR 24 GAUGE AND 670' OF 25 PAIR 24 GAUGE AERAIL CABLE. DB LOSS WILL ADD 0.700 DB OF LOSS.  

	CO
	Golden GLDNCOMA
	05-31-2008
	210111
	H82A520
	1821 Jackson
	REPLACE 350' BKMA-100 WITH 1292' ANMW-50. THIS WILL RESULT IN A +1.460DB LOSS INCREASE.

	CO
	Woodland Park WDPKCOMA
	07-20-2008
	417431
	8222615
	Hwy 67 & Hwy 24
	This job will place 360 feet of 50 pair copper cable to replace existing 50 pair cable which is being removed on this job. The cable will loop thru (1) existing pedestal for future feed. The job requires that various pieces of 200 pr and 50 pr cables of 20 to 30 foot lengths will need to placed at 201 and 217 Galena to extend the existing cables in order to move the peds out of the way of a new sidewalk being placed by the city. This job also moves (3) pedestals to accommodate for a road improvement project currently underway.

Before the job

Loop Length = 3806 feet

Loop Loss = 16.86db @196000 hz

Loop Resistance = 245ohms

After the job:

Loop Length = 3971 feet

Loop Loss = 17.21db @196000 hz

Loop Resistance = 253ohms

	IA
	Winterset WNTRIACO
	06-16-2008
	515462
	82C1CCJ
	Direct Feed
	This job places cable to replace soft temporary cable on the ground due to county culvert replacement.  Cable be retired is an ALAW-11 for 486' with a .520dB loss at 28KHz.  This cable is being replaced with an ANAW-25 for 516' with a .550dB loss at 28KHz

	MN
	Brainerd BRNRMNBR
	07-25-2008
	491002
	82M101I
	815/27
	THIS JOB WILL REPLACE EXISTING CABLE (200' OF 22GA WITH A dB LOSS

OF 0.220) WITH NEW CABLE (575' OF 24GA WITH A dB LOSS OF 0.460). 

	MN
	Faribault FRBLMNFADS0
	07-30-2008
	430103
	82M1NVO
	CSAH 38 & 11
	THIS JOB WILL REPLACE 2 EXISTING CABLES(104' of 22 GAUGE DB LOSS OF 1.10)  WITH 104 FEET OF 24 GUAGE WITH A DB LOSS OF 1.80

	MN
	Hibbing HBNGMNHI
	06-02-2008
	313103
	82M1NYY
	1 Av S & 41 St
	THIS JOB WILL RELOCATE CABLE  COUNT = 0801, 401-450

BEFORE (400' OF 24 GA WITH A dB LOSS OF 0.30 Db @ 1004 HZ)

AFTER (550' 0F 24 GA WITH A dB LOSS OF 0.34 Db @ 1004 HZ).

ROAD RECONSTRUCTION IS THE REASON FOR THE REROUTE OF CABLE.

	MN
	St Cloud STCDMNTO
	05-23-2008
	318002
	82M1NI5
	3745 Cooper Ave
	Qwest is dividing current DA 311902 - SAI 1501 33rd St S and placing a new RT & SAI 3745 Cooper Ave S.  The new RT  3745 Cooper Ave S will be fiber fed.  There are 66 customers that will be cut to the new RT.   The RT doesn't support any circuits requiring C.O. copper.  There are currently no circuits that will be affected by this change and no CLEC circuits are affected.

	NE
	Humphrey HMPHNENW
	06-20-2008
	210302
	82B1545
	F1 Feed
	BEFORE:40' 1-E-1 WIRE, 495' 1-D-1 WIRE@28KHz=52.92

AFTER: 700' BSW3PR-19GUAGE@28KHz=53.040. CHANGE OF +0.12 DB LOSS. 

THIS WORK REQUIRED DUE TO BRIDGE REPLACEMENT, WIRE WAS IN CONFLICT AND NEEDED TO BE MOVED TO ALLOW FOR CONSTRUCTION.

	OR
	Klamath Falls KLFLOR54
	06-30-2008
	431407
	82R1NRA
	5402 Weyerhauser Rd
	This project replaces cables hit by lightining in 2003

Before 2600' of XXAL-50 @1004 hz=85 ohms, 56ma,.70db loss

After  2600' of BKMP-100 @1004 hz= 136 ohms, 53ma, .97 db loss

No CLEC  circuits are in cable.

cable counts involved 5402w, 951-1050

	OR
	Milwaukie MLWKOR17
	06-10-2008
	143731
	72R1J2S
	8220 SE Monterey
	All working service out of SAI at x8220 SE Monterey will be cutover to existing SAIs at x8611 and x8829 SE Monterey.  The existing SAI at x8220 SE Monterey will be removed due to conflicts with a street improvement project.  The project will add overall loop length and some CLEC CO-based services may not be supported.  Qwest does not have CO-based DSL service at the remaining SAIs. 

	WA
	Moses Lake MSLKWA01
	06-15-2008
	322003
	82W1UYK
	R 931 Goodrich Dr
	Qwest to relocate buried cable.  A 160-ft section 24 gauge is replaced with 245-ft section 24 gauge which adds 0.14 dB loss at 28 kHz.  The exising F2 loop is 2.800 kft prior to work and 2.885 kft after this job.

	WY
	Cody CODYWYMA
	08-01-2008
	310101
	62715IG
	1228 Beck Ave
	Before: 567' AFTW-2 @ 28KHz = 1.420

After:  567' AFTW-2 + 75' ANMW-2 @ 28KHz = 1.530

Change of +0.11dB loss requires notification disclosure.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
