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Network Disclosure Announcement No. 667
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Iowa, Minnesota, Nebraska, Washington and Wyoming
First Implementation Date:
December 5, 2008
Original Date Posted:
October 22, 2008
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Beardsly  BRDSAZMA
	01-30-2009
	311912
	8212N5T
	F 16302-A W Waddell Rd
	Qwest will be relocating direct buried cable into conduit on Waddell Rd at Loop 303.  In order to do this, 1,336' of 22GA-400pr cable will be abandoned and replaced with 1,429' of 22GA-100pr cable.    This adds 93' of copper cable to the loop.  The before dB loss is 14.71 @ 28KHz and the after dB loss is 14.87.

	CO
	Pueblo Main PUBLCOMA
	02-13-2009
	341901
	8222LPR
	901 Park Ave
	THE SECTION REPLACEMENTS ARE REQUIRED AS IS SERVICE AFFECTING.CABLE COUNT 142721,1501-1550: BEFORE: 0.107KF OF 26 GAUGE & 0.779KF OF 24 GAUGE @ 28KHZ= 1.510 DB LOSS/AFTER: 0.955KF OF NEW 24 GAUGE @ 28KHZ = 1.530DB LOSS. AN INCREASE OF 0.020 DB LOSS.

	CO
	Stratmoor CLSPCOSM
	12-15-2008
	311631
	H82A754
	7305 Sheridan
	SHORT INTERVAL DISCLOSURE REQUIRED.

FT CARSON IS CUTTING IN A NEW ROAD AND X 7305 SHERIDAN NEEDS TO BE RELOCATED CAUSING INCREASE IN Db LOSS FOR F1 AND F2 CABLES.

2 cables-250 feet of BHAA-200 each will be abandoned and replaced with 300 feet of ANMW-300.

Before: 250 feet of BHAA-200 @ 28KHz = 0.270

After: 300 feet of ANMW-300 @ 28KHz= 0.500

4 cables, 100 feet each, BHAA-200, ALMW-200, BHAG-200 and BHBA-100 will be abandoned and replaced with 200 ft of ANMW-600. 

Before:

230 ft of BHAA-200 @ 28KHz = 0.250 

230 ft of ALMW-200 @ 28KHz = 0.380

230 ft of BHAG-200 @ 28KHz = 0.250

230 ft of BHBA-100 @ 28KHz = 0.130

After: 200 ft of ANMW-600 @ 28KHz = 0.470

	IA
	Parkersburg  PRBGIACO
	01-15-2009
	130502
	82C1GPQ
	X 112-30
	THIS JOB WILL REPLACE EXISTING CABLE (1150' OF 19GA WITH A dB LOSS

OF .680) WITH NEW CABLE (1150' OF 22GA WITH A dB LOSS OF 1.210). 

	MN
	Austin AUSTMNAB
	12-19-2008
	440202
	82M1WNP
	Oakland
	RETIRING 1521 FEET OF 22 GAUGE CABLE AND REPLACING WITH 1543 FEET OF 22 GAUGE CABLE TO FACILITATE AN EMERGENCY COUNTY ROAD PROJECT.  THANKS.

	MN
	Bloomington South  BLTNMNSO
	12-07-2008
	110504
	H8MA163
	8000 Lyndale Ave S
	494 & Lyndale bridge removal

F2 Retirement Calculations: path 1 and 2 

Before= 1.640 kft of 24 gauge @ 1004 Hz = .680 db loss

After= 2.047 kft of 24 gauge @ 1004 Hz = .800 db loss

Change= +.120 db 

Before= 1.357 kft of 24 gauge @ 1004 Hz = .590 db loss

After= 1.492 kft of 24 gauge @ 1004 Hz = .630 db loss

Change= +.040 db loss

	MN
	Little Falls LTFLMNLF
	12-26-2008
	411002
	82M1U16
	Hwy 238 to Sobieski
	QWEST IS TRANSFERRING ALL CURRENT CUSTOMERS FROM CO COPPER F-1 FACILITIES TO DIGITAL LOOP CARRIER AT X HWY 238 TO SOBIESKI.  ALL POTS & DES SVC WILL CONTINUE TO BE SUPPORTED.  CO COPPER RELIANT DSL SVC WILL NO LONGER BE SUPPORTED.  ALL CURRENTLY WORKING CLEC SVC WILL WORK ON DLC.

	NE
	Fowler  OMAHNEFW
	04-03-2009
	415502
	72B14VR
	4499N52
	The dB loss calculation for this route are:

From the SAC to the existing terminal.

OLD route of 0.925 KF @ 28KHz=1.190dB

NEW route of 0.909 KF @ 28KHz=1.460dB   Change of +0.27dB loss.

The existing 556' of 22 ga/ 10' of 26 ga/ 359' of 24 ga is being replaced by 909' of 24 gauge.

The working circuits are derived from the Central Office.

	WA
	Spoken Keystone  SPKNWAKY
	07-07-2009
	240601  240501
	81W255V
	1812 N Waterworks St
	Qwest is cutting all currently fed copper in ranges: 318,751-800, 318,1201-1400, 315,901-975, 331,151-175, 316,1351-1450, 313,976-1000, 307,401-435, 307,476-500,  331,3-5.  The new feed will be from a fiber fed DLC at X 1812 N Waterworks St.  All existing circuits will be provisioned for, so service is not affected.  The new F1/F2 loop will improve loss on all circuits and not have a negative impact.  No copper will be available at SAI 1812 N Waterworks St.

	WY
	Jackson  JCSNWYMA
	12-05-2008
	754220
	8271B1X
	334 Big Trail Dr
	THIS JOB WILL REPLACE 2 EXISTING CABLES, CABLE #1 IS  92' OF ALAW-600  W/.19dB LOSS@1004Hz BEING REPLACED WITH  160' OF ANMW-600 W/ .23dB LOSS@1004Hz FOR A NEGATIVE GAIN OF .04 dB COUNT REPLACED IS F2 CABLE 601, 1-300, 326-600. 

EXISTING CABLE #2 IS 126' OF ALMW-900 W/.22dB LOSS@1004Hz BEING REPLACED WITH 160' OF ANMW-900 W/.23 dB LOSS@1004Hz FOR A NEGATIVE GAIN OF .01 dB COUNT BEING REPLACED IS 601, 601-1100, 1151-1500.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
