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Network Disclosure Announcement No.702
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Colorado, Minnesota, Oregon, Utah and Wyoming
First Implementation Date:
September 25, 2009
Original Date Posted:
July 29, 2009
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	CO
	Denver South DNVRCOSO
	11-16-2009
	313383
	9222XA6
	250 W Louisiana Ave
	This job will rearrange counts out of the 24 gauge lead cable into a 26 gauge PIC cable for 618'. The db loss for this section before is 1.010. The db loss after is 1.540.

	CO
	Frederick FRDRCOMA
	10-27-2009
	250411
	9222WNA
	1100 Glen Creighton Dr
	QWEST IS REPLACING 1100' OF 22GA WITH 1260' OF 24GA. THE LARGER GUAGE IS NO LONGER REQUIRED DUE TO THE X BOX IS 11KFT FROM THE CO. NO CLEC SERVICES IN CABLE.

	MN
	Rochester ROCHMNRO
	10-30-2009
	262202  251302  251402
	92M22RG
	X 1834A, X MARION RD & 33 ST SE & X MARION RD & VINE PLACE
	Qwest will cut the existing F-1 C.O. based copper pairs at these following three Sai's to PG pairs from an existing remote terminal to eliminate the copper F-1 pairs to this area which is being impacted by the 4th Street bridge replacement. At the completion of this job, no copper F-1 pairs will be available to the following Sai's.

 The before loss to X 1834A is 78.84 dB at 28Khz which includes 19,035 feet of ANAW, 23,338 feet of ANMW and 6,062 feet of ANTW cables (48.44 Kft). The after loss to X 1834A is .11 dB at 28Khz which includes 66 feet of ANMW cables (.066 Kft). 

The before loss to X Marion Rd & 33 St is 57.34 dB at 28Khz which includes 8,210 feet of ANAW, 19,029 feet of ANMW and 5,813 feet of ANTW cables (33.05 Kft). The after loss to X Marion Rd & 33 St is 7.55 dB at 28Khz which includes 127 feet of ANAW and 4,566 feet of ANMW cable (4.69 Kft). 

The before loss to X Marion Rd & Vine Place is 60.62 dB 

at 28Khz which includes 11,012 feet of ANAW, 18,941 feet of ANMW and 5,813 feet of ANTW cable (35.77 Kft). 

The after loss to X Marion Rd & Vine Place is 11.72 dB 

at 28Khz which includes 3,368 feet of ANAW and 4,566 feet 

of ANMW cable (7.93 Kft).

All existing CLEC circuits will continue to work at the completion of the job.

	MN
	Rochester ROCHMNRO
	12-17-2009
	240402
	92M21TT
	101 NE 70 AV
	The existing SAI at 101 NE 70 Av (240402) will be replaced by a new SAI at R 7015 Collegeview Rd E. This new SAI will be fed from a fiber fed Remote Terminal at R 7015 Collegeview Rd E. No copper pairs will be available to this new SAI. The old count impacted is 101-70,1-300. All existing services to this area will continue working. The before loss is 62.780 dB at 28Khz which includes 11,668 feet of AFAW, 22,367 feet of ADMC, and 3,894 feet of DCTZ cables (37.929 Kft). The after loss is .080 dB at 28Khz which includes 50 feet of ANMW cables (.050 Kft).      

	MN
	Rochester ROCHMNRO
	12-21-2009
	240101
	92M22GK
	(X 4935 Collegeville Rd) new Sai is 4930 Collegeview Rd E
	Qwest will cut the existing F-1 C.O. based copper pairs at the Sai at 4935 Collegeville Rd to a new fiber fed remote terminal to eliminate the copper F-1 pairs to this area. The copper pairs are being impacted by the 4th street bridge replacement. At the completion of this job, no copper F-1 pairs will be available to the NEW Sai AT 4930 Collegeview Rd E.

The before loss to X 4935 Collegeville Rd is 47.60 dB at 28Khz which includes 150 feet of ANAW, 19,559 feet of ANMW and 5,547 feet of ANTW cables (25.26 Kft). The after loss to X 4930 Collegeview Rd E is .08 dB at 28Khz which includes 50 feet of ANMW cables (.05 Kft).

All existing Clec circuits will continue to work at the completion of the job.

	OR
	Portland – Cherry  PTLDOR17
	10-30-2009
	210331
	82R1U4A
	3230 SW Vermont
	X 3230 SW VERMONT WILL BE REMOVED AND ALL WORKERS MOVED TO NEW SAI X 3131 SW VERMONT ST.  THE BEFORE LOOP MAKE UP IS 5.8KF FOR F1 AND 5.7KF FOR F2.  THE NEW LOOP MAKE UP WILL BE 5.6KF FOR F1 AND 5.9KF FOR F2 WHICH CAUSED A NEGATIVE INCREASE IN THE DB LOSS FROM 24.08 TO 24.26DB.

	OR
	Toledo  TOLDOR66
	09-25-2009
	N/A
	91R1X4S
	N/A
	To remove conflict with an upcoming Lincoln County Bridge project at MP 1.59 South Bay RD, at Montgomery Creek, Qwest to replace 497' BKMH-200 with 525' of ANMW-25.  The results are as follows:

BEFORE: 0.497kf BKMH-200 with a dB loss of 0.820 @ 28KHz, 0.990 @ 1004Hz and a resistance of 25.993 Ohms.

AFTER: 0.525kf ANMW-25 with a dB loss of 0.860 @ 28KHz, 0.340 @ 1004 HZ and a resistance of 27.457 Ohms.

This results in change in dB loss of +0.04 at 28KHz

	OR
	Veneta VENTOR54
	12-15-2009
	113202
	92R1X7Y
	89890 Sheffler Rd
	PLACE NEW CABLE TO MAKE WAY FOR CULVERT REPLACEMENT.  BEFORE: 105' OF ALMW-50 @ 28Khz=.180 AFTER:  130' ANMW-50 @ 28KHZ =.220 (TEMP)  BEFORE 130' OF ANMW-50 @ 28KHZ=.220  105' OF ANMW-50 @ 28KHZ=.180

	OR
	 Veneta VENTOR54
	12-15-2009
	111202
	92R1X7Z
	90600 Territorial Hwy
	Move cable to make way for new culvert.  Before : 65' of BKMA-25 @ 28Khz=.110 and 65' of GFMW-50 @ 28Khz=.110 After: 100' of ANMW-100=.170 temp.  Before:  100' of ANMW-100 @ 28Khz=.170 After: 65' of ANMW-100 @ 28Khz=.110.  No special circuits are affected.

	UT
	American Fork AMFKUTMA
	03-10-2010
	218101
	9261Y7B
	81 E MAIN
	AMERICAN FORK ROAD AND PROPERTY IMPROVEMENT JOB REQUIRING ALL UTILITIES TO PLACE FACILITIES UNDERGROUND IN THIS AREA. QWEST MUST RELOCATE ITS AERIAL FACILITIES TO UNDERGROUND.  THIS JOB WILL PLACE 480' OF 600PR CABLE, REMOVE EXISTING AERIAL CABLE AND DROPS, PLACE NEW DROPS TO EXISTING HOMES, REMOVE QWEST POLES, PLACE NEW PRO-12, PLACE NEW 25PAIR TERMINAL. 40' of 400pr cable 26ga is being replaced with 460' 600pr cable 24ga. 40' of 200pr cable 26ga is being replaced with 460' 600pr cable 24ga. both have a DB loss of +0.65.

	WY
	Evanston  EVTNWYMA
	10-09-2009
	310501
	9271BVV
	28 Sage Spring Dr
	QWEST IS ABANDONING 302 FEET  AND 416 FEET OF BURIED 24 GAUGE AND REPLACING THESE CABLES WITH 332 FEET AND 472 FEET OF 24 GAUGE BURIED CABLES.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
