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Network Disclosure Announcement No. 713
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Colorado, Minnesota, Oregon and Utah
First Implementation Date:
December 30, 2009
Original Date Posted:
October 20, 2009
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	CO
	 Denver Main  DNVRCOMA
	01-30-2010
	312133
	92233K4
	501 Bryant
	Replacing 666' of XXBL-26, 100' of BKMA-25, 32' of BKMA-100, and 6 RA terminals with 723' of ANMW-25 and six 12 pair terminals,

Section 1 before

666' of 19 ga @ 28 khz = 0.51282 dbl

225' of 24 ga @ 28 khz = 0.41625 dbl

total of 0.92907 dbl

After;

711' of 24 ga @ 28 khz = 1.31535 dbl

A change of 0.38628.

	MN
	Rochester  ROCHMNRO
	02-19-2010
	212804
	92M22XG
	1119 NE 2 ST
	Qwest had placed a new fiber fed RT at 1657 2nd St SE to eliminate the C.O. based copper F-1 feed to this area which is impacted by the 4th Street Bridge project. This job will eliminate the majority of the copper F-1 pairs to the Sai at 1119 NE 2 St.  At the completion of this job, 100 copper F-1 pairs will be available to this Sai. The before and after loss to X 1119 NE 2 St  is 19.22 dB at 28Khz 

which includes 641 feet of ANMW and 7,668 feet of ANTW cables (8.309 Kft). All existing Clec circuits will continue to work at the completion of this job.

	MN
	Rochester  ROCHMNRO
	02-19-2010
	212103
	92M22XE
	Homestead Trails
	Qwest had placed a new fiber fed RT at 917 15th Ave SE to eliminate the C.O. based copper F-1 feed to this area which is impacted by the 4th Street Bridge project. This job will eliminate the majority of the copper F-1 pairs to the Sai at Homestead Trails.  At the completion of this job, 50 copper F-1 pairs will be available to this SAI. The before and after loss to X Homestead Trails & 8 1/2 St 

SE is 19.75 dB at 28Khz which includes 2,062 feet of ANMW and 6,442 feet of ANTW cables (9.062 Kft). All existing Clec circuits will continue to work at the completion of this job.

	MN
	Rochester  ROCHMNRO 
	02-19-2010
	212104
	92M22XK
	R 525 13 Ave SE
	Qwest had placed a new fiber fed RT at 917 15th Ave  SE to eliminate the C.O. based copper F-1 feed to this area which is impacted by the 4th Street Bridge project. This job will eliminate the majority of the copper F-1 pairs to the Sai at 4 St & 15 Av SE.  At the completion of this job, 100 

copper F-1 pairs will be available to this Sai. The before and after loss to X R 525 13 Av SE is 18.92 dB at 28Khz which includes 565 feet of ANMW and 7,597 feet of ANTW cables 8.16 Kft). All existing Clec circuits will continue to work at the completion of this job.

	MN
	Rochester ROCHMNRO 
	02-19-2010
	212803
	92M22XH
	2 ST & 14 Ave SE
	Qwest had placed a new fiber fed RT at 1657 2nd St SE to eliminate the C.O. based copper F-1 feed to this area which is impacted by the 4th Street Bridge project. This job will eliminate the majority of the copper F-1 pairs to the Sai at 2 St & 14 Av SE.  At the completion of this job, 100 copper 

F-1 pairs will be available to this SAI. The before and after loss to X 2 St & 14 Av SE  is 17.87 dB at 28Khz which includes 2,338 feet of ANMW and 5,887 feet of ANTW cables (8.225 Kft). All existing Clec circuits will continue to work at the completion of this job.

	MN
	Rochester ROCHMNRO
	02-19-2010
	212802
	92M22XJ
	4 St & 15 Ave SE
	Qwest had placed a new fiber fed RT at 1657 2nd St  SE to eliminate the C.O. based copper F-1 feed to this area which is impacted by the 4th Street Bridge project. This job will eliminate the majority of the copper F-1 pairs to the Sai at 4 St & 15 Av SE.  At the completion of this job, 50 copper 

F-1 pairs will be available to this SAI. The before and after loss to X 4 St & 15 Av SE  is 21.06 dB at 28Khz which includes 3,043 feet of ANMW and 6,666 feet of ANTW cables (9.709 Kft). All existing Clec circuits will continue to work at the completion of this job.

	OR
	Salem  SALMOR58
	01-29-2010
	499999
	92RLYNY
	N/A
	Remove 4554' of existing underground cable starting at the C.O. 

Before: 1164ft of 24ga + 1390ft of 26ga @ 28KHz = 9.61dB

After: 4832ft of 26ga @ 28KHz = 11.15dB

Increased dB of 1.54dB.

	UT
	 Corinne CRNNUTMA
	12-30-2009
	210101
	H96A024
	550 S Main
	US DOT is rebuilding the Migratory Bird Refuge Rd

The dB loss calculations for the individual copper cable sections is:

before:

loop length=80070 ft

total loop resistance = 2207 ohms

probable loop current = 17 ma

loss @ 1004 hz = 23.77 db

after

loop length=80970 ft

loop resistance=2222 ohms; 

loop current=17 ma; 

loss @ 1004 hz=23.99 db


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
