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Network Disclosure Announcement No. 716
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Idaho, Nebraska and Oregon
First Implementation Date:
December 25, 2009
Original Date Posted:
November 11, 2009
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Midriver PHNXAZMR
	02-26-2010
	210721
	92132KB
	13628 W Buccaneer Way
	This job is replacing 600 ft of bhah-25 22ga with 24 ga  25pr  creating a difference of +.36db due to the gauge change from xbox  at 13628 W Buccaneer way

	AZ
	Sunrise AGFIAZMA
	02-12-2010
	110501
	92134N3
	224 N Lake Pleasant Rd & 1 Turf Soaring School
	This job will replace 300' of defective 22 gauge cable with 26 gauge cable.  The before loss is 16.36dB and afer the after loss will be 16.56 dB.

	AZ
	Tucson East TCSNAZEA
	02-01-2010
	215411
	91134NN
	1633 N Sycamore Blvd
	QWEST IS REMOVING 253' OF BKTS-100 AND PLACING 166' OF ANMW-25.

BEFORE 253' OF 26ga. @ 28KHz = 0.660 DB LOSS.

AFTER: 166' OF 24 ga. @ 28KHz = 0.280 DB LOSS.

A CHANGE OF +0.380 DB.

	CO
	Arvada ARVDCOMA 
	05-21-2010
	315201
	92234VS
	3795 Benton
	AERIAL REHAB JOB; ANMW-100 REPLACING BKMH-50 & XXAX-51. 

BEFORE: 101-150; 1.648KF OF 24 GAUGE HAS A LOSS OF .68DB @ 1004HZ AND A RESISTANCE OF 86.190 OHMS.

BEFORE: 1-50; .015KF OF 24 GAUGE & 1.602KF OF 22 GAUGE HAS A LOSS OF .5DB @ 1004 HZ AND A RESISTANCE OF 53.490 OHMS.

AFTER: 1.610KF OF 24 GAUGE HAS A LOSS OF .67DB @ 1004 HZ AND A RESISTANCE OF 84.203 OHMS.

	CO
	Golden GLDNCOMA
	01-15-2010
	412462 441581 421132 412811  441581 421811 421811
	92234TT
	X 5600 Glencoe Valley Rd., X 19504 W 68 Av, X 18796 W 58 Av., X 19074 W 58 Av., 6569 Hwy 93, 6375AR County Rd 93, 19807 W 58 Av  
	Qwest is cutting away all the copper F1 to X 5600 Glencoe Valley Rd.  The copper F1 will be replaced with Digital Loop Carrier from an existing remote terminal.  The new F1 loop is 9.66 KFT.   Qwest is cutting away all the copper F1 to X 19504 W 68 Av.  The copper F1 will be replaced with Digital Loop Carrier from an existing remote terminal.  The new F1 loop is 0.37 KFT. Qwest is cutting away all the copper F1 to X 18796 W 58 Av.  The copper F1 will be replaced with Digital Loop Carrier from an existing remote terminal.  The new F1 loop is 0.095 KFT.Qwest is cutting away all the copper F1 to X 19074 W 58 Av.  The copper F1 will be replaced with Digital Loop Carrier from an existing remote terminal.  The new F1 loop is 0.017 KFT.   Qwest is cutting away all the copper F1 to 6569 Hwy 93.  The copper F1 will be replaced with copper distribution F2 from the existing SAI, X 19504 W 68 Av.  The new F2 loop is 10.3 KFT. Qwest is cutting away all the copper F1 to 6375AR County Rd 93.  The copper F1 will be replaced with copper distribution F2 from the existing SAI, X 19074 W 58 Av.  The new F2 loop is 4.3 KFT. Qwest is cutting away all the copper F1 to 19807 W 58 Av.  The copper F1 will be replaced with copper distribution F2 from the existing SAI, X 19074 W 58 Av.  The new F2 loop is 2.3 KFT.

	CO
	Westminster
	12-25-2009
	1102
	912347A
	N/A
	City of Westminster is requesting aerial facilities on Irving St between W 72nd Ave and W 74th Ave be converted to buried or underground facilities.  Before:  .082 kft of 24 ga. aerial cable with a loss of .200 db at 1004 Hz, Resistance = 4.288 Ohms.  After:  .106 kft of 24 ga. aerial cable with a loss of .210 db at 1004 Hz, Resistance = 5.543 Ohms.

	CO
	 Westminster WMNSCOMA
	12-25-2009
	4116
	9122VD4
	6451 Broadway
	Adams County is building W 62nd Parkway which will merge into W 62nd Ave.  This road work requires some poles to move.  A 25 pair cable that crosses W 62nd at pole#920 needs to be replaced to reach the new pole.  Before:  .082 kft of 24 ga. aerial cable with a loss of .200 db at 1004 Hz, Resistance = 4.288 Ohms.  After:  .106 kft of 24 ga. aerial cable with a loss of .210 db at 1004 Hz, Resistance = 5.543 Ohms.

	ID
	Caldwell CLWLIDMA
	02-15-2009
	110201
	H93A063
	815 Blaine St
	REPLACING AERIAL CABLE WITH BURIED AT SOUTH  6TH AVE. AND ARTHUR ST. IN THE CENTRAL URBAN AREA OF THE CALDWELL, WIRE CENTER.

THE CABLE CHANGES ON THIS JOB WILL ADD 0.07db LOSS TO THE LOOP.

	NE
	Valentine VLNTNENW
	03-01-2010
	210502
	92B17NB
	N/A
	Due to gopher damage, replacing 17,269ft of 19Ga with 17,607ft 19Ga.  Loss before @1004Hz= 3.210dB.  Loss after @1004Hz= 3.290dB.  Loss increase of .080dB.

	OR
	Winston WNTNOR57
	02-10-2010
	411311  411221
	92R1YTJ
	110 Reston Rd & 7387 Hwy 42
	Converting from CO based copper feeder cables to digital loop carrier (DLC) derived pairs (fiber or copper fed systems) resulting in a complete copper service type withdrawal. There are no CLEC services working in the two DAs.

	OR
	 Woodburn  WDBNOR59
	01-22-2010
	310304
	92R1YY7
	1595 N Front
	Relocate copper cable on N Front St in Woodburn for a city road improvement project. Replace 2,696ft of 22ga + 600ft of 26ga with 3,162ft of 24ga. Change of positive 0.57dB requires disclosure. Cable counts affected: 1,1251-1300; 4,251-275 + 301-350: & 8,426-650 + 676-700.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
