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Network Disclosure Announcement No.  721
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Colorado, Iowa, Nebraska, Oregon
First Implementation Date:
March 1, 2010
Original Date Posted:
January 11, 2010
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	CO
	Brighton

BITNCOMA
	03-01-2010
	113311
	922372T
	18010 WELD COUNTY RD 4, 45.7 WELD COUNTY RD 39, 44.6 WELD COUNTY RD 39, 41.0 WELD COUNTY RD 39
	This job will replace buried distribution cable in D.A. 113311(approx. 39kf from the C.O.) in the Brighton wirecenter.  The section to be replaced is 2684' of BHBH-6(1974)(19 gauge) along Weld County Rd 4 from a ped next to X 18010 Weld County Rd 4 east to ped 41.0. Replacement material will consist of 2684' of ANMW-25(24 gauge).  After new cable is placed, spliced, conformance tested, and the existing services are cutover, the existing cable will be abandoned/retired.

	CO
	Centennial

LTTNCOMA


	04-15-2010
	414081
	92232KD
	6848 S Race
	No CO copper will be available at the new Xbox, but FH pairs are available.

CO fed = 20,442' @ 24 ga. have 3 load points and 14.41 dB loss

FH fed= 1,312' @ 24 ga.to fiber hub, .64 dBloss

to New Feed:

New feed= 744' @ 24 ga. to fiber fed RT, no load points and .42 dB loss.

New FH feed= 938' @24ga to fiber hub, .49 dB loss



	IA
	Iowa Falls

IWFLIACO
	04-15-2010
	330202, 330402, 330403, 330404, 330503
	92C1LEC
	NA
	Job will cut pairs from the 6: 801-1600 and 1: 1576-1600 cable ranges to a new cable. The job replaces 1562' of 22-gauge cable with 1708' 24-gauge cable.  The cutover will add 1.4 dB.  No CLEC circuits will be affected.


	NE
	Axtell
	03/01/2010
	110106
	92N17RJ
	NA
	Due to bridges being removed, cable needs rerouted and existing abandoned. Section 1: Replace 242ft 19ga, with 374ft 24ga.  Loss @1004Hz increases from .200dB mto .290dB.  Section 2: aban 814ft of 19ga cable that is at the end of the boundary exchange with no working service it.

	OR
	Portland

PTLDOR12
	03-08-2010
	132062 & 132811
	02R1ZQE
	231 NE Hancock, 724 N Tillamook
	This project will relocate all existing copper cables along NE Broadway between NE Williams and NE Grand due to conflicts with the proposed Eastside Streetcar project.   New construction will add loop length to the copper network.

The following terminals currently served by x231 NE Hancock will have an increase in dB loss:

20-11 NE Hancock     (increase dB loss by 0.12)

55-21 NE Broadway     (increase dB loss by 0.11)

1525-11 N River     (increase dB loss by 1.15)

2303-11 N Harding     (increase dB loss by 1.15)

The following terminals currently served by x724 N Tillamook will have an increase in dB loss of 1.15:

1900-11 N Interstate

2010-21 N Interstate

2240-11 N Interstate

820-01 N River

2221-11 N Albina

2405 N Albina

400-11 N Thompson

625-21 N Thompson

642-11 N Thompson

678-11 N Thompson

687-21 N Thompson

723-11 N Tillamook

508 N Tillamook




Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
