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Network Disclosure Announcement No. 725
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Washington, Wyoming
First Implementation Date:
May 18, 2010
Original Date Posted:
March 15, 2010
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Somerton

SMTNAZMA
	06/15/2010
	410611
	9212YWQ
	515 W. Reena St.
	This job places a new digital loop carrier RT at 515 W Reena St.  It cuts over all copper facilities to digital loop carrier.  The copper F1's will be removed from this X-Box.


	CO
	Denver South

DNVRCOSO
	08/04/2010
	112151
	92234JN
	193 Grant & 145 Sherman
	Replacement of cross boxes: 

This work begins 7.12 kf from the Denver South central office. The dB loss for the sections of copper cable being replaced are as follows:
BEFORE-X 145 Sherman (DA112151)
0.385 KF of 26 AWG @ 28 KHz = 0.98 dB
AFTER- X 145 Sherman (DA112151)
0.688 KF of 26 AWG @ 28 KHz = 1.70 dB
0.496 KF of 24 AWG @ 28 KHz = 0.81 dB
Total after = 2.51 dB
Net dB loss of +1.53.
BEFORE- X 193 Grant (DA112151)
0.015 KF of 26 AWG @ 28 KHz = 0.04 dB
0.184 KF of 26 AWG @ 28 KHz = 0.31 dB
AFTER- X 193 Grant (DA112151)
0.688 KF of 26 AWG @ 28 KHz = 1.70 dB
0.897 KF of 24 AWG @ 28 KHz = 1.44 dB
Total after = 3.14 dB
Net dB loss of +2.79 dB.

	CO
	Colorado Springs Pikeview

CLSPCOPV
	08/28/2010
	311734,312034,311733,216331
	0123BKY
	1553 EPPINGER BLVD, 1952 EPPINGER BLVD, 8901 POZE BLVD,  8881 POZE BLVD, 1595 E 88 AV
	Qwest is retiring old coppers cables and transferring working prs to new cables.  The 99ca, and the 1 ca will be removed - the  following working prs will be transferred to other qualified prs at these terminals, x 4455 Mark Dabling Blvd 1 cable  24.27db  will be transferred to 14 ca  34.63 db, X1000 Ellkton Dr ds1's on 1 ca 68.445, to fh count 12.647db, pots  prs 1 ca 37.000 db to 12 ca 43.39 db,X4445 Northpark Dr 1 ca 33.070 db to 2 ca 52.608 repeatered, IT 3450 Nevada Av 99 ca   26.31 db to  23 ca  34.65db, x 215 Nichols, 99 ca 46.89 to  71ca,26.82 db.

	WA
	Whitehall

OLYMWA02
	06/01/2010
	310801
	H0WAA19
	1001 Franklin St
	At the request of the State of Washington, Qwest is relocating its facilities along 14th Ave SE (between Cherry and Chestnut St's).  The existing cables will be rerouted to 15th Ave SE.  There is a negative impact to the loop as the new cable path is longer than the existing path. Loops are as follows;  Existing loop = 2.480Kf , 26ga or 5.580dB @ 28KHz or 206.09 Ohms.  Proposed Loop = 3.160Kf, 26ga + .275Kf, 24ga. = 3.435kf total loop or 7.57dB @ 28 KHz or 276.98 Ohms.  There is an increase of 1.99dB or  70.89 Ohms.

	WY
	Sheridan

SHRDWYMA
	05/18/2010
	210701
	0271CKB
	602 Kroe Ln.
	Replace 1444' of 22ga cable with 1827' of 24ga for a difference of +1.34db loss.  The existing cable is in conflict with a WYDOT project on Hwy 336 east of Sheridan.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
