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Network Disclosure Announcement No. 728
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Iowa, Minnesota, New Mexico, Washington
First Implementation Date:
July 23, 2010
Original Date Posted:
April 26, 2010
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	IA
	Norwalk
NRWLIACO
	7-30-2010
	411602
	92C1KB2
	X 500-42 & X F 301
	Job will cut F1 facilities at X 500-42 and X F 301 Hwy G14 from CO copper to digital loop carrier (DLC).  X 500-42 is 30' from RT, X F 301 Hwy G14 is 2.5 kf from RT.  No negative impact will occur on any existing circuits.

	IA
	Winterset
WNTRIACO
	7-30-2010
	200000
	02C1MSX
	X 4000-50
	Job will cut F1 facilities at X 4000-50 from CO copper to digital loop carrier (DLC).  No negative impact will occur on any existing circuits.

	MN
	Austin
AUSTMNAB
	7-23-2010
	150202
	92M25Q4
	X AC11-A
	Qwest placed a new fiber fed Remote Terminal at 24248 534th Ave to eliminate the C.O. based copper F-1 feed to this area which is impacted by the County Rd 45 reconstruction project. The before loss to X AC11-A is 27.13 dB @ 28Khz which includes 8,900 feet of ANMW and 9,690 feet of ANAW cable (18.59 Kft). The after loss to X AC11-A is .08 dB @ 28Khz which includes 5 feet of ANMW cable (.005 Kft). At the completion of this job, no copper F-1 pairs will remain at this SAI. 

	MN
	Eden Prairie
EDPRMNEP


	8-3-2010
	320103
	02M27ZV
	X 9600 Squire LN. 
	A federally funded road project requires that the SAI located at 9600 Squire Lane, approximately 15.3 KF from the CO, be cut behind a fiber fed digital loop carrier DLC).  All working circuits will be cutover to DLC.  Fiber fed DLC does not support copper reliant circuits.

	NM
	Corrales
ALBQNMCR
	7-31-2010
	212112
	0251WYN
	X 7901 Rio Grande
	Job will replace existing cable (2118’ of 22 gauge, dB 2.460, with new cable 1895’ of 24 gauge, dB 3.240).

	NM
	Rio Rancho
ALBQNMRR
	7-26-2010
	411211
	9251TUY
	X 916 Hopi Rd SE
	DA cutover job to serve customers out of a X-Box with a fiber fed RT, instead of straight Central Office count or X-Box fed by Central Office count.  Before length: 4.073 24 ga & 0.210 26 ga @ 28 KHz = 8.550;  After length: 6.680 24 ga @ 28 KHz = 12.140.  Added dB loss of + 3.590.    

	WA
	Auburn
AUBNWA01
	7-30-2010
	211201
	92W2EUD
	1354 Main
	Job removes the Access Point serving this DA and all living units from X 1620 Main  DA 211401.  This will add 2Kf to most loops.  Copper pairs will continue to be available.  No existing CLEC circuits impacted.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
