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Network Disclosure Announcement No. 593
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Iowa, Minnesota, Nebraska, New Mexico, North Dakota, Oregon, Utah, Washington, and Wyoming 
First Implementation Date:
February 5, 2007
Original Date Posted:
January 16, 2007
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Deer Valley DRVYAZNO
	07-03-2007
	311710
	H61A007
	36402 N Black Canyon Hwy
	The work begins at 43.82Kft from Deer Valley North central office. The dB loss calculations for the individual copper cable sections are:

Before:                                            After:

1916' ANMW-50@28KHz=3.27   2625' ANMW-50@28KHz=4.10

Change of +0.83dB loss.

Before:                                               After:

130' ANMW-900@28KHz=0.240    165' ANMW-900@28KHz=0.280

Change of +0.04 dB loss.

Before:                                                 After:

130' ANMW-200@28KHz=0.240    400' ANMW-300@28KHz=0.660

Change of +0.42 dB loss.

	AZ
	Gilbert MESAAZGI
	02-28-2007
	310222
	H61A37
	21 E Vaughn Ave
	Qwest will,  remove and replace a section of cable, on the south side of the Western Powerline Trail east of Gilbert rd,  SAI has copper feed and is 9.500 db from CO.  From Gilbert rd east 413 feet a section of 22ga .300kf, 24ga .113kf  .560db replaced with 24ga 385kf .710db a diff. of .150db.  

	AZ
	Somerton SMTNAZMA
	08-15-2007
	134595
	7111QJC
	210412
	This job replaces 850' of  22 gauge 50pr buried cable with 826' 24 guage 50pr aerial cable.  Before: 850' of 22 ga = 2.00db loss. After: 826' of 24 ga = 2.57db. Difference is +0.57db.

	AZ
	Tempe TEMPAZMA
	12-01-2007
	210622
	H71A001
	1905 E. Apache Blvd
	Qwest is relocating a 140 foot section (0.14Kft.) of BKMH-100 buried cable at 1831 East Apache Blvd.  The section of cable will be replaced with a 280 ft. section (0.28Kft) of ANMW-100.  The affected terminals are R 1831 E Apache Blvd lot 51, lot 55, lot 59, lot 67, lot 70, lot 74, lot 78, lot 82, and lot 86.  The facilities are being relocated to eliminate conflicts with the construction of the new Light Rail  System TPSS building.

	CO
	Black Forest BLFSCOMA
	02-05-2007
	321131
	6226436
	7080 Woodmen Rd
	This emergency job is needed to replace 340' water damaged BHBG-200 19ga. cable with 360' ANMW-200 24 ga. cable.  .

     Before dB loss @ 28 KHz = 11.040

    After dB loss @ 28 KHz = 11.460

   Resulting in a net dB loss of  0.42 .

No CLEC services were affected.

	CO
	Boulder BLDRCOMA
	03-15-2007
	212034
	7221PSQ
	1900 28
	120' of BKTA-25 buried cable from 1983 will be cut dead from ped 2867, on the southeast corner of Pearl and 28th St. This cable originally fed a small building which has since been removed. The ped must be removed and the splice will be placed in a MH due to a road widening project. This old cable will be abandoned.  Expedited time frame is required to meet the road widening project dates requested by the city of Boulder. There are no workers on this cable.

	CO
	Boulder Main BLDRCOMA
	03-15-2007
	111232
	C62A550
	1190 Quince
	THIS BOULDER BILLING JOB BURIES 864' OF 24 GA BURIED CABLE TO REPLACE 700' OF 24GA AERIAL CABLE REQUESTED BY THE DEVELOPER.  THE NEW F2 BURIED COPPER LOOP INCREASES DB LOSS TO THE CABLE MAKEUP FROM 1.130DB TO 1.390DB

THE OLD F2 BURIED COPPER LOOP TO THE SAI IS 3.389KF.

THE NEW F2 BURIED COPPER LOOP TO THE SAI WILL BE 3.553KF.

	CO
	Columbine DNVRCOCL
	02-28-2007
	312911
	6226952
	7504 S Depew
	This job will replace aerial distribution cable in D.A. 210522 served by X 7504 S Depew (approx 8.5kf from the C.O.) in the Columbine wirecenter.  The specific section to be replaced runs from P.7517 to P.7595 along S Ames Wy and consists of 660' of BHAA-100 (1960). The db loss for this section of cable= .936db before & 1.32db after.

	CO
	Dry Creek DNVRCODC
	02-09-2007
	114732
	6224782
	4050 E. Orchard Rd
	This job will replace aerial distribution cable in D.A. 114732 served by X 4050 E Orchard Rd (approx 15.5kf from the C.O.) in the Dry Creek wire center.  The specific section to be replaced runs from aerial from 3251-3661 E Orchard Rd and consists of 34' of BKMH-25 (1980), 1066' of BHAA-25 (1963), and 610' of BKMA-25 (1965). These cables will be replaced with 1710’ (including splice waste) of ANMW-25 cable. 

The dB loss computations for the sections of copper cable to replaced are as follows:

Computation #1:

Before: 34’ of 24AWG cable = 0.060dB loss @ 28KHz

After: 34’ of 24AWG cable = 0.060dB loss @ 28KHz

Change of 0.000dB.

Computation #2:

Before: 610’ of 24AWG cable = 0.990dB loss @ 28KHz

After: 610’ of 24AWG cable = 0.990dB loss @ 28KHz

Change of 0.000dB.

Computation #3:

Before: 1066’ of 22AWG cable = 1.130dB loss @ 28KHz

After: 1066’ of 24AWG cable = 1.700dB loss @ 28KHz

A Change of +0.570.

	IA
	Marshalltown MRTWIASO
	05-01-2007
	222601
	72C16H4
	141-42.9
	This job is going to replace a 180' section of buried 19 gauge cable with 200' of buried 19 gauge cable. Cable must be lowered under creek bed; therefore, a small section throw will add 10'-20' of extra buried cable. F2 loss reading went from 7.49 to 7.5.

	IA
	Waverly WVRLIACO
	05-15-2007
	340702
	72C16CW
	509-10
	This job will cutover existing all CO copper lines at X 509-10 (4 x 1101-1115 and 5 x 201-250 ranges) to LPG1005 x 1-100, derived count from new copper-fed ISC303 TREX cabinet 1302 190th St (WVRLIABM).  This new TREX cabinet will be located on the same pad as the existing SAI.  All CO copper will be removed from the SAI.   No CLEC customers affected.  No negative impact to the existing lines..

	MN
	Coon Rapids CNRPMNND
	04-16-2007
	291501  291201  291204
	62MR742
	2215 NE Bunker Lake Blvd, 1985 NE 130 Ln, 2026 Quail Creek Pkwy NE 
	Remove all copper F1 facilities from affected DAs due to road construction.  Copper will be replaced with 100% DLC via DISC*S RT and ISC-303 RT.  Existing DS1 service is via fiber hut extension from RT 13152 Radisson Rd and will remain unchanged.  F1 lengths from the CO are: 39.1 kft for DA 291501; 33.7 kft for DA 291201; 31.2 kft for DA 291204.  F2 lengths will not change.  All CLEC circuits will continue to be supported.

	MN
	Rochester ROCHMNRO
	07-20-2007
	140903
	72M1EZU
	2301 Superior Dr NW
	Relocate existing cable for city road project. Replacing cutting away from RT to CO copper 

Before                                                                                 After

5,085' of 24 gauge @ 28KHz = 8.32              18,618' of 24 gauge  

                                                                        6,188' of 22 gauge @ 28KHz = 39.95

	MN
	Wayzata WYZTMNWA
	04-30-2007
	110503
	62MN601
	15215 32 Av N
	The anmw-300 pair cable crossing to be replaced with like section  and gauge on this road recontruction and widening project. The replacement section of cable was 0.105Kft  longer The db loss increase of +0.19KHz.  

The anmw-25 pair cable crossing to be replaced with like section  and gauge on this road recontruction and widening project. The replacement section of cable was 0.077Kft  longer The db loss increase of +0.129KHz  

	MN
	Winona WINOMNWI
	05-31-2007
	450202
	72M1EUA
	X WILSON
	REPLACING 810 FEET OF DEFECTIVE 22 GAUGE CABLE WITH 840 FEET OF 24 GAUGE CABLE.

	ND
	Mandan MNDNNDBA
	12-03-2007
	240302
	62F13AS
	3900 40 Av SE
	Replacing  850' of ALAW-100 with 850' of ANMW-25 this will add .80 db of loss.

	NE
	Fullerton FUTNNENW
	04-17-2007
	110303
	62BC153
	LS 128 ON N. 290 AVE
	Old F1 route of 1.109KF @ 28KHZ=1.17db.

New F1 route of 1.173KF @ 28KHZ=1.24db. Change of +.07db.

THIS IS A NANCE CNTY BRIDGE REPLACEMENT AND QWEST FACILITIES ARE IN CONFLICT. CABLE FACILITIES WILL BE RELOCATED ALONG THE COUNTY ROAD AND INTO A CONDUIT  LOCATED IN THE CONCRETE BRIDGE RAILING

	NM
	Gallup East GLLPNMEA
	04-17-2007
	410401
	625K767
	N/A
	This job will move an aerial cable to a buried environment due to low clearance over a driveway entrance to Thoreau Health Center.  This job will place 409 feet of buried ANMW-25 in 355 feet of dirt trench.  This work will also include a 40 foot directional bore under an asphalt driveway and place 40 feet of four inch conduit.  This job will place 30 feet of aerial ANMW-25 up one power pole owned by CDEC.  This job will remove 379 linear feet of aerial ANMW-25 placed in 1998.

Before:                              After:

379' ANMW-25 @ 28 KHz = 0.630dB      445' ANMW-25 @ 28 KHz = 0.730dB

Change of +0.10dB loss.

	OR
	Culver CLVROR01
	03-31-2007
	411301
	62RX847
	Direct Feed
	This job will replace a deteriorating 395' 12pr 22ga cable with a 415' ANMW-25 cable.

	OR
	Oregon City ORCYOR18
	02-05-2007
	414632
	72R1HSU
	1872 19TH St
	        Before                                        After

3346ft of 24ga ca @ 28KHz = 5.28dB   3376ft of 24ga ca @ 28 KHz = 5.33dB 

Change of .05dB.

	OR
	Oregon City ORCYOR18
	04-26-2007
	212311
	62RP016
	X 20254 S Beaver Creek Rd
	Area is being released over to another provider, Qwest will no longer have a presence in this area. All facilities will be removed and all working lines are to be disconnected.

	OR
	 Springfield SPFDOR01
	02-28-2007
	313807  312803  312904  313011  313211
	62RR914
	84920 Ridgeway Rd, 35020 Seavey Loop Rd, 34845 Seavey Loop Rd. 34255 Mathews Rd, 34621 Highway 58
	Existing copper cables are being removed because of O.D.O.T.'s Goshen overpass project.  Hwy work requires conversion to fiber based carrier by 3/1/2007. These six SAIs are 49.8KF, 29.5KF, 33.0KF, 32.6KF, and 37.2KF from the C.O. respectively.   

	UT
	Ogden West ODGNUTWE
	03-01-2007
	150301
	7261GAG
	4511 West 1975 North
	Job 7261GAG will remove 0.161kft of 19 Gauge Aerial Cable and replace it with 0.216Kft of 22 Ga buried cable.The City is widening the road in this area and need the cable moved before the 95 days.

Short interval disclosure is required. Before calulation @1004Hz=161 or Resistance in OHMS 2640.399. After calulation @1004Hz=216 or Resistance in OHMS7106.400.

	WA
	Black Diamond  BDMDWA01
	03-23-2007
	310703
	62W1982
	N/A
	This job abandons buried cable and does not replace it.  This cable is located at the boundary between Black Diamond and Maple Valley.  No workers are affected.

	WA
	Castle Rock CSRKWA01
	04-16-2007
	134803
	61W1LGB
	5146 Spirit Lake Hwy
	Qwest is replacing a 1340' section of defective ALAW-16 with 1400' of ANAW-25. This will add 0.07 db to the existing loop. The new F2 loop will be 23.77db.

	WA
	Fawcett TACMWAFA
	04-30-2007
	3310
	62W1LAS
	N/A
	This job will replace 2 existing paralleling aerial cables (500' of 24 guage with a db loss of 0.820). The 500' will be replaced with 565' of 24 guage with a db loss of 0.920. Both existing cables parallel each other for 500' and both existing cables are 24 guage.

	WA
	Issaquah ISQHWAEX
	04-23-2007
	120101
	62WX152
	N/A
	Qwest is replacing .245 Kft of F1-24 gauge with 1.060 Kft of F1-24 gauge, cable section has gone water damage and the existing conduit route is also damaged requiring a reroute of the cable.

The new F1 loop will be 10.9 Kft.

	WA
	MapleValley MPVYWAMV
	03-23-2007
	313105
	62W1982
	24040 Kent Kangley Rd
	This job abandons buried cable and does not replace it.  This cable is located at the boundary between Black Diamond and Maple Valley.  No workers affected.

	WA
	Renton RNTNWA01
	05-03-2007
	237201
	71W1LOZ
	16402 SE 112TH
	Qwest is replacing 0.040kf 22ga lateral cable with 0.040kf 24ga lateral cable to a new pole placement.  Must replace cable to new pole because old lateral won't reach.  Pole is replaced because old pole was broken in car-pole accident.

	WA
	Yakima-West YAKMWAWE
	02-16-2007
	311601 
	61WX482
	1902 S 64th Av
	THIS JOB WILL REPLACE .096 KFT OF ANMW-400 PR BURIED CABLE WITH .050 KFT OF ANMW-400 PR + .180 KFT OF ANMW-200 PR + .115 KFT OF ANMW-50 PR FOR A TOTAL LOSS OF +0.41DB. A SHORT INTERVAL DISCLOSURE IS REQUIRED BECAUSE THIS SUBDIVISION NEEDS IMMEDIATE SERVICE. .  

	WY
	Jackson JCSNWYMA
	04-13-2007
	210503
	717151V
	N/A
	Abandon 220' of AJTW-25.  No cable replacement. 

The building this cable is serving is being torn down.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
