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Network Disclosure Announcement No. 595
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Idaho, Iowa, Minnesota, Montana, Nebraska, New Mexico, North Dakota, Oregon, Utah, Washington and Wyoming
First Implementation Date:
February 23, 2007
Original Date Posted:
January 31, 2007
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Tucson Main TCSNAZMA
	05-21-2007
	410911
	7211R1E
	902 W Congress Rd
	THIS JOB WILL PLACE APPROXIMATELY 1175' OF ANMW-100 PAIR DISTRIBUTION 

CABLE IN A  4" CONDUIT AND REMOVE 981' OF BKMA-100 PAIR

AERIAL DISTRIBUTION CABLE ALONG WEST CONGRESS RD AND AVENIDA DEL CONVENTO. CUSTOMER IS REQUESTING RELOCATION OF EXISTING FACILITIES .

	CO
	Boulder BLDRCOMA
	02-23-2007
	310832
	C62A776
	3801 Arapahoe
	This job is removing cables abandoned in the field at 1690 38th St. 77' of BKMH-400 (1992), 77' of BKMH-50 (1992), 60' of BKMA-300 (1978)  were removed within the building by the owner approximately 3 yrs ago. 138' of BKMH-400 (1992), 200' of BKMH-50 (1992) will be removed by QWEST from ped 1690 to the building to provide a vacant duct for additional cable for a separate demarc requested by the customer.

	CO
	Denver East DNVRCOEA
	02-28-2007
	518761
	7221PLT
	545 S Holly
	This job will replace the existing cross box at x 545 s Holly (approx 16.0 kf from the C.O.) in the Denver East wire center. This work will require replacement of the existing feeder cable (DSML -200 placed in 1960) which originates in MH16943 and approximately 109' from the crossconnect.  A new section 122' ANMW-300 will be bored along s Holly to provide 200 feeder pairs  and 50 existing distribution prs.   The changes in the cable path will cause an -0.03 db loss in the existing services .  

 The dB loss computations for the sections of copper cable to replaced are as follows:

Computation #1:

Before: 109' of 24 gauge  = 0.180 dB loss @ 28KHz

After: 122' of 24AWG cable = 0.210 dB loss @ 28KHz

Change of -0.03 dB.

Change of 0.000dB.

	CO
	Northglenn NGLNCOMA
	03-05-2007
	115231
	7221QN6
	622 W 104 Av
	Qwest is removing 390' of BKMA-100 and abandoning 160' of BKMA-100 that was serving a motel at 110 W 104th Ave.  The motel is being demolished.

	CO
	Denver – Southwest DNVRCOSW
	04-15-2007
	113331
	6227995
	404 S Garrison St
	THIS JOB WILL REPLACE EXISTING COPPER CABLE (264' OF 24 GUAGE WITH DB LOSS OF .440).  IT WILL BE REPLACED WITH 325' OF 24 GUAGE (.540 DB).  THE MINIMAL LOSS WILL NOT AFFECT THE LOOP. .

	CO
	Denver East DNVRCOEA 
	02-28-2007
	210931
	722QOK
	4912 Dahlia
	Remove and replace 519' of 50 pair cable to building 4950 Colorado Blvd

Before - 519' of 22 gauge 51 pair cable at 28 khz = .550 db

After - 519' of 24 gauge 50 pair cable at 28 khz = .850 db

This reflects a negative impact of +.30 db

	IA
	Van Meter VNMTIACO
	03-12-2007
	110101  110106
	62CE519
	X R 16 Wildwood Dr & X 610-10
	The immediate trigger for this work is the Dallas County road improvement project number STP-S-C025(63)--5E-25 and the Dallas County bridge replacement project number BRS-7957(601)--60-25.

The cables ALMW-200 for 3,431' and ALMW-400 for 2,349' totalling 5,780' @ 28KHz = 9.580dB are being replaced with ANMW-400 for 5,870' @ 28KHz = 9.740dB.  Change of +0.160dB loss.

The cables KGAW-54 for 915' and SJAW-54 for 4,830' totalling 5,745' @ 28KHz = 6.660dB are being replaced with ANAW-50 for 5,856' @ 28KHz = 6.800dB.  Change of +0.140dB loss.

	ID
	Boise – West BOISIDWE
	03-29-2007
	310502
	72315UB
	1547 Shamrock
	The existing 304' end section of aerial  cable will be replaced with buried .   Before: 304' of 24 ga = 0.510 dB loss @ 28 KHz.  After:  60' of 24 ga  and 290' of 24 ga= 0.580dB loss @ 28 KHz.  Difference is +0.070dB.

	MN
	St Cloud STCDMNTO
	05-01-2007
	130302
	72M1G2V
	312 North Benton Dr
	This job will replace 958' (XXML-50 1954)of 24 gauge aerial cable with 750' of BKMP-50 and 480' of BKMP-25 pair distribution cable. The 958' of XXML cable being replaced is an air core lead cable (placed in 1954) in trouble with water problems, squirel chews and tree rubs.   

	MN
	St Cloud STCDMNTO
	05-31-2007
	423102
	62MN975
	CR 141 – Hwy 15
	SAI CR 141 - Hwy 15 is being moved to 21982 St Hwy 15.  A 285' section of 22 gauge F1 will be replaced with 230' of ANMW-200.  This will increase the F1 dB loss to all terminals west of the SAI  by +.06 at 28 KHz.  In addition, 30' of ALAW-400  F2 cable will be replaced with 255' of ALAW-600 and 230' of ANMW-300 which increases the F2 dB loss to all terminals west of the SAI by +.72 at 28 KHz for a total loop length dB loss of +.78.  The same F1 section (see above) that applies for all the west terminals applies to all terminals south of the new SAI which means +.06 dB @ 28 KHz..  In addition, 30' of ALAW-400 (same as above) F2 cable, an additional 236' of AFAW-100 cable and 255' of ALAW-600 cable will be replaced with 60' of ANMW-200 so the terminals south of the new SAI will have a decreased F2 dB loss of -.45 dB @ 28 KHz.  The combined F1 & F2 dB loss for terminals south of the new SAI will be -.39 dB @ 28 KHz..

	MN
	Faribault FRBLMNFA
	05-04-2007
	321002
	72M1G6B
	CSAH 19 & TOWN RD
	THIS JOB WILL REPLACE EXISTING CABLE (1244 FEET OF 19 GUAGE WITH A

Db LOSS OF .730).  THE 1244 FEET WILL BE REPLACED WITH 1380 FEET OF 24 

GUAGE WITH A Db LOSS OF 2.170 ).

	MN
	Waseca WASCMNWA
	05-08-2007
	370202
	72M1EVT
	N/A
	The longest loop loss calculations at 28KHz for count AA11A,1-200

(THESE PAIRS ARE BEING CUT TO A NEW SAI)

BEFORE LOSS=21.91dB

AFTER LOSS=34.97dB  

Cable section being replaced @ 28KHz:

BEFORE=6772' OF 24GA = 11.36dB

AFTER=7315' OF 24GA = 12.33dB

A change of .97dB loss.

	MT
	Red Lodge LWTWMTMA
	05-01-2007
	422041
	H640009
	91.0 R14C
	Place 3808' of ANBW-25 and retire 3739' of ALBW-16x of cable to clear conflicts with state highway project. The additional loss is +.05db.

	MT
	Helena HLNAMTMA
	04-20-2007
	238041
	H640014
	1102 Hwy 282
	Qwest is relocating facilities in conflict with state highway project.  F2 cable - 142'' of 22 gauge will be replaced with 352' of 24 gauge.  The loss will increase of +.43db.  F2 cable - 210' of 24 gauge will be replaced with 225' of 24 gauge.  The loss will increase by  +.21db.  F2 cable - 661' of 22 gauge will be replaced with 558' of 24 gauge.  The loss will increase by +.21.

This is an updated disclosure form.

	ND
	Bismarck BSMRNDBC
	06-29-2007
	182002 182003 180404 180402
	72F13BS
	3927 n 19th St, 2300 Pointe Loope, Grand Prairie Est, 3400 Boundary Rd
	THIS JOB WILL  REFEED 4 SAI'S THAT ARE PRESENTLY PARTIALLY FED FROM C.O. COPPER. THE NEW FEED WILL BE 100% FROM A FIBER FED RT. THE EXISTING COPPER FEED (2540 FEET OF 2 EACH ANAW-600 PAIR CABLES) WILL BE ABANDONED TO CLEAR THE WORK AREA FOR A CITY OF BISMARCK ROAD RECONSTRUCTION PROJECT. NO COPPER FEED WILL EXIST TO THE SAI'S AFTER COMPLETION OF THE JOB. NO EXISTING CLEC CUSTOMERS EXIST AT THESE SAI'S TODAY.EXISTING COPPER LOSS IS 49.51 @ 28KHZ. THE NEW LOSS WILL BE 15.53 @ 28KHZ.

	ND
	Bismarck BSMRNDBC
	06-08-2007
	370704 370702 371102
	62F13AU
	7500 Unisersity Dr, 7501 Signal St, 8902 Desert Rd
	THIS JOB WILL  REFEED 3 SAI'S THAT ARE PRESENTLY PARTIALLY FED FROM C.O. COPPER. THE NEW FEED WILL BE 100% FROM A FIBER FED RT. THE EXISTING COPPER FEED (10,000 FEET OF  ANAW-300 PAIR CABLES) WILL BE ABANDONED TO CLEAR THE WORK AREA FOR A STATE OF NORTH DAKOTA ROAD RECONSTRUCTION PROJECT. NO COPPER FEED WILL EXIST TO THE SAI'S AFTER COMPLETION OF THE JOB. NO EXISTING CLEC CUSTOMERS EXIST AT THESE SAI'S TODAY.EXISTING COPPER LOSS IS 59.3 @ 28KHZ. THE NEW LOSS WILL BE 9.56 @ 28KHZ.

	NE
	North Platte NPLTNENW
	06-29-2007
	111106
	72B13GM
	Straight Underground Feeder Cable
	THIS JOB REPLACES 133 FT OF 24 GAUGE UNDERGROUND 900 PAIR CABLE  WITH 142 FT OF 24 GAUGE UNDERGROUND 600 CABLE BETWEEN MH#133 & MH#117 WHICH EQUATES TO .02  DB DIFFERENCE FOR THIS CABLE  SECTION UPON COMPLETION OF THIS JOB. .

	NE
	Omaha-Fowler OMAHNEFW
	05-31-2007
	115802 115304
	C6BA044
	3020 Tucker St & 3499 Ferry St
	THIS JOB WILL REROUTE UNDERGROUND DUCT LINE AND REPLACE 3-900 PAIR 22 GAUGE F1 SECTIONS OF CABLE EACH BEING 360' IN LENGTH WITH 3-900 PAIR 24 GAUGE CABLES EACH BEING 408' IN LENGTH. dB LOSS @ 28KHz  BEFORE IS 22.850 AND AFTER IS 23.140 WITH A DIFFERENCE OF .29

	NM
	Laguna-Acoma LAACNM01
	04-29-2007
	2108  2110    2112
	625H408
	51.9 E to Mesita, 67.6 State Rd 124, 91.6 Mesita
	Abandon in place two cables at mile marker 24 along State Highway 124 (Old Laguna).  Retirement of 456 linear feet of two buried cables.

Before:                                                          After:

456' XJBW-52 @ 28 KHz=0.290 dB           625' ANMW-400 @ 28 KHz=1.130 dB

*Change of +0.84 dB loss.

456' ANBW-325 @ 28 KHz=0.290 dB        625' ANMW-400 @ 28 KHz=1.130 dB

*Change of +0.84 dB loss .

	NM
	Tijeras TJRSNMMA
	05-03-2007
	220111  220311
	625C797
	30 Church Rd/ 22 County Rd 9
	This job relocates telco facilities along State Hwy 344 from Interstate 40 North for 8200' feet to accommodate State Highway road wideningProject #3824. The footage changes will be as follows:  BKMA-30 362', ANMW-200 108',BHAH-100 58", BHAH-100 50', and BKMH-30 50' are being replaced with ANMW-50 402', ANMW-900 46', ANMW-200 128', ANMW-100 128', ANMW-50 61', ANMW-200 77', ANMW-200 46' ANMW-100 46', ANMW-25 57', ANMW-25 25', ANMW-200 35' ANMW-200 15  and ANAW-200 36', ANAW-100 36', ANMW-600 36', ANMW-100 36' ANBW-25 36', ANAW-100 36' ANMW-300 36' AND ANMW-200 36'. These short cable stubs are being placed only to give slack to the cables that are being moved out of the way of the State Highway project. The DB loss comparison for the these cables before the work is 34.217 DB loss compared to 59.77 DB loss after the work for the cables  and 12.992DB loss after placement of the stubs. 

DA is 22.9kf from the Tijeras Central Office. The required service date is 3/12/07

	OR
	Redmond RDMDOR01
	02-28-2007
	410212
	C6RA204
	110 SW 19th St
	This job reroutes the aerial cable to underground along W Antler Ave.  This project is required due to the street improvement of W Antler Ave by the Antler Ave subdivision.  The dBloss are as follows:  Before 22 gauge for .848 KFT at 28Khz .900, After 24 gauge for .975 Kft at 28Khz 1.560,  Before 22 gauge .899 Kft at 28 Khz .950 after is 24 gauge for .990 Kft at 28 Khz 1.580,  and before 22 gauge for .836 Kft at 28 Khz .890, after is 24 gauge for .950 Kft at 28 Khz 1.520      

	OR
	Oregon City ORCYOR18
	03-30-2007
	311911
	62R1HMU
	311911
	Replacing 560' of 19 gauge, 22 gauge, and 24 gauge with 580' of 24 gauge.

	UT
	Heber City HBCYUTMA
	03-09-2007
	410631
	H76A006
	N/A
	RELOCATE EXISTING AERIAL CABLE TO BURIED, IN THE WAY OF NEW HOME CONSTRUCTION.  CHANGE IN TRANSMISSION PROPERTIE AS FOLLOWS.

BEFORE:  35' OF BHAH-50 & 200' OF BHAA-50 (22 GAUGE) CABLE- 28KHz= 4.340

AFTER:  382' OF ANMW-50 (24 GAUGE) CABLE- 28KHz= 4.800

RETIREMENT CANNOT WAIT THE 95 DAYS DUE TO CUSTOMER CONSTRUCTION,

	UT
	SLKC South SLKCUTSO
	03-02-2007
	411032
	H76A015
	2634 S State
	RELOCATE EXISTING AERIAL CABLE TO BURIED, IN THE WAY OF THE NEW 

SOUTH GATE PUD SUBDIVISION

BEFORE:  400' OF BKTS-50 (26 GAUGE) CABLE- 28KHz= 3.900

AFTER:  649' OF ANMW-50 (24 GAUGE) CABLE- 28KHz= 4.950

RETIREMENT CANNOT WAIT THE 95 DAYS DUE TO CUSTOMER CONSTRUCTION,

EXISTING CABLE IN THE WAY OF NEW DEVELOPMENT.

	WA
	Yakima-West YAKMWAWE
	04-15-2007
	410301
	61WX444
	9605 Orchard Av
	THIS JOB WILL PERFORM A SECTION THROW BETWEEN MH-213 AND MH-215. THE SECTION THROW WILL CONSIST OF PLACING 1.825 KFT OF ANAW-900 PR CABLE AND THEN ABANDONING 1.390 KFT OF ALDW-600 PR CABLE FOR A LOSS OF +1.11DB. A SHORT INTERVAL DISCLOSURE IS REQUIRED BECAUSE THIS IS A JOB FOR THE YAKIMA COUNTY ROAD PROJECT #C 2837 IN WHICH WE ARE REQUIRED TO BE RELOCATED BY APRIL 15, 2007.

	WA
	Oxford VANCWA01
	02-28-2007
	213921
	72W1LOL
	5503 E Evergreen Blvd
	QWEST TO REMOVE AND RETIRE 940 FT OF AFMW-200.

	WA
	Kent Meridian KENTWAME
	04-01-2007
	210302
	61WX811
	25612 156th SE
	Qwest relocation of facilities along 156th ave se and se 256th for the City of Covington road improvement.  Replaceing ANMW-25 aerial cable with buried ANMW-25 Change in 

db loss +0.040 serving terminal 25528 se 255th no customers with service affecting this

location CABLE COUNT 25612-156,1576-1600

	WA 
	Kent Meridian KENTWAME 
	04-01-2007
	210302
	61WX811
	25612 156TH SE
	Qwest relocation of facilities along 156th ave se and se 256 for the City of Covington Road

Improvement.  Replacing Co fed copper .205 kt of 26 guage, 1.035 kt of 22 guage, .130 kt

of 24 guage. with Distribution count 1.510 kt of 24 guage. +0.55db loss difference. All

circuits on 110,1801-1850,1901-1950 will cut to f2 distribution out of the xbox 25612 156th
with reuse of their Co pairs.  No impact on existing circuits.

	WA
	Kent Meridian KENTWAME
	04-01-2007
	210302
	61WX811
	25612 156TH SE
	Qwest relocation of facilities along 156th ave se and se 256th for the City of Covington road Improvement.  Replacing  1.165 kt of 24 guage, .205 kt of 26 guage,f1 with 1.510 kt

of 24 guage. with a db loss difference of+0.010.  All circuits 110,1801-1850 will cut to

from Co feed to distribution from the 25612 156th xbox. with reuse of f1 facilities. No circuits are affected by this change.

	WA
	Kent Meridian KENTWAME
	04-01-2007
	240206  240104  242005
	61WX811
	CO FEED

103,2301-2400,104,876-900,107 301-400. SAI 16403 SE 251ST 104,851-875 SAI 17098 SE 240TH
104,301-350
	Qwest to relocate facilities from se 256th north along 164th ave se. Replace 1.585 kt of

24 guage with 1.860 kt of 24 guage . a +0.42 bd loss difference. No circuits affected

by db increase.

	WA
	Spokane Fairfax SPKNWAFA
	02-28-2007
	136003
	62W4541
	6601 N Austin Rd
	Qwest is replacing 184' of 24 gauge aerial cable with 220' of 24 gauge buried cable.  The estimated increase in dB loss is 0.060.  A short retirement interval is required due to new building construction.

	WY
	Sheridan SHRDWYMA
	05-19-2007
	4103
	627A109
	344 W Loucks
	AN EXISTING  1053' OF BKMA-50 WITH DB LOSS OF 1.680 AND 159' OF BKTA-50 WITH A DB LOSS OF .420 WILL BE REPLACED WITH 2,081' OF ANMW-50 WITH A DB LOSS OF 3.240.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
