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Network Disclosure Announcement No. 548
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Minnesota, Oregon, Washington
First Implementation Date:
April 15, 2006
Original Date Posted:
March 8, 2006
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	1
	STATE
	ARIZONA

	
	WIRE CENTER
	MIDWAY

	
	8-CHARACTER SWITCH ID
	NGLSAZMW

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	04-15-2006

	
	DA (s)
	621511

	
	FDI Address(es)
	101 PASEO MEXICO

	
	Replacing
	THIS JOB WILL ABANDON 588’ OF ALAW-50 BURIED CABLE IDENTIFIED BY CABLE REPAIR TO BE DEFECTIVE AND CUT IN MULTIPLE LOCATION AND REPLACED BY 690’ ANAW-100 AERIAL CABLE FOR LOCATION “A”.  LOCATION “B” WILL ABANDON 1384’ OF ALAW-50 AND 754’ OF ALAW-25 BURIED CABLE IDENTIFIED BY CABLE REPAIR TO BE DEFECTIVE AND CUT IN MULTIPLE LOCATION AND REPLACED BY 1920’ ANAW-100 AERIAL CABLE.

	2
	STATE
	ARIZONA

	
	WIRE CENTER
	PRESCOTT

	
	8-CHARACTER SWITCH ID
	PRSCAZMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	04-28-2006

	
	DA (s)
	330932

	
	FDI Address(es)
	X 1570 SIERRY

	
	Replacing
	THIS JOB REPLACES 2.512KF OF 22 GAUGE AND 1.653KF OF 24 GAUGE WITH 4.271KF OF 24 GAUGE CABLE, WITH AN INCREASED DB LOSS OF +2.22DB

	3
	STATE
	COLORADO

	
	WIRE CENTER
	BROOMFIELD

	
	8-CHARACTER SWITCH ID
	BRFDCOMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-30-2006

	
	DA (s)
	N/A

	
	FDI Address(es)
	N/A

	
	Replacing
	THESE SECTIONS OF CONDUIT AND CABLE THAT ARE BEING REPLACED ARE PRESENTLY LOCATED IN CDOT RIGHT OF WAY AND WILL NEED TO BE MOVED DUE TO REALIGNMENT OF HWY 121 AND HWY 128.  THIS IS A GOVERNMENT REQUIREMENT REROUTE.  COPPER BEING RETIRED IS:
CDMZ-1800, THE DB LOSS IS 2.810 (1,800’) @ 28 KHZ AFTER THE DB  LOSS IS 3.9 (2,509’) @ 28 KHZ A DIFFERENCE OF +1.1 REQUIRES NOTIFICATION DISCLOSURE.

BKMH-600, THE DB LOSS IS 2.810 (1,800’) @ 28 KHZ AFTER THE DB LOSS IS 3.75 (2,409’) @ 28KHZ A DIFFERENCE OF +.94 REQUIRES NOTIFICATION DISCLOSURE.

CDMZ-400, THE DB LOSS IS 1.6 (1,002’) @ 28 KHZ AFTER THE DB LOSS IS 1.9 (1,207’) @ 28KHZ A DIFFERENCE OF +.31 REQUIRES NOTIFICATION DISCLOSURE.

	4
	STATE
	MINNESOTA

	
	WIRE CENTER
	AFTON

	
	8-CHARACTER SWITCH ID
	AFTNMNAF

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-22-2006

	
	DA (s)
	410702

	
	FDI Address(es)
	X 11035 BROOKVIEW RD

	
	Replacing
	QWEST IS REMOVING A STORM DAMAGED DISCS REMOTE TERMINAL AND REPLACING IT WITH A NEXTLEVEL REMOTE TERMINAL.  THE COPPER FEEDER CABLES FROM THE REMOTE TERMINAL TO THE SPLICE POINT ARE BEING REPLACED.  THE NEW F1 LOOP TO CROSS-CONNECT AT 11035 BROOKVIEW RD IS 1.89 KF AND THE NEW F1 LOOP TO CROSS-CONNECT X 10500 VALLEY CREEK RD IS 7.16 KF.  THE EXISTING COPPER CABLE IS 24 GAUGE AND THE NEW COPPER CABLE WILL BE 24 GAUGE. 

	5
	STATE
	MINNESOTA

	
	WIRE CENTER
	PIKE LAKE

	
	8-CHARACTER SWITCH ID
	DLTHMNPL

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	08-21-2006

	
	DA (s)
	410102

	
	FDI Address(es)
	X 3913 SEVILLE RD

	
	Replacing
	WE WILL BE CHANGING 506’ OF 22 AWG AERIAL CABLE TO 24 AWG BURIED CABLE WHICH WILL CHANGE DB LOST FROM 46.340 TO 46.658 AND THE RESISTANCE FROM 731.426 OHMS TO 741.242.  THIS IS BEING DONE IN CON JUNCTION WITH ROAD CONSTRUCTION BY ST LOUIS COUNTY.

	6
	STATE
	MINNESOTA

	
	WIRE CENTER
	NISSWA

	
	8-CHARACTER SWITCH ID
	NSSWMNI

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	09-05-2006

	
	DA (s)
	210205

	
	FDI Address(es)
	X 203/16

	
	Replacing
	BEFORE:  6,082’ OF BKMA-50 @ 196 KHZ=17.300
AFTER: 8,400’ OF ANMW-200 @ 196 KHZ=18.300

CHANGE OF + 1BD

BEFORE:  6,111’ OF BKMS-50 @ 196KHZ=17.380

AFTER: 8,400’ OF ANMW-200 @ 196 KHZ=18.300

CHANGE OF + 1.080 DB

BEFORE:  6,110’ OF BHAA-50 @ 196 KHZ=13.340

AFTER: 8,400’ OF ANMW-200 @ 196 KHZ=18.300

CHANGE OF + 4.96 DB



	7
	STATE
	OREGON

	
	WIRE CENTER
	SEASIDE

	
	8-CHARACTER SWITCH ID
	SESDOR64

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	08-20-2006

	
	DA (s)
	121001

	
	FDI Address(es)
	X 1200 PACIFIC WAY

	
	Replacing
	QWEST IS REMOVING 0.852 KF OF 24 GAUGE CABLE AND REPLACING IT WITH 1.147 KF OF 24 GAUGE CABLE ON THE OTHER SIDE OF THE STREET. 

	8
	STATE
	OREGON

	
	WIRE CENTER
	SALEM MAIN

	
	8-CHARACTER SWITCH ID
	SALMOR58

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	04-28-2006

	
	DA (s)
	416711

	
	FDI Address(es)
	X 3105 TURNER RD SE

	
	Replacing
	QWEST IS REPLACING A 430 FT SECTION OF 22 GAUGE F-2 DISTRIBUTION CABLE WITH A 610FT SECTION OF 22 GAUGE DUE TO A BRIDGE REPLACEMENT PROJECT AT THE TURNER ROAD MILL CREEK BRIDGE.  THIS WILL INCREASE DB LOSS @ 28KHZ BY .19DB – LESS THAT 1DB.

	9
	STATE
	WASHINGTON

	
	WIRE CENTER
	SHELTON

	
	8-CHARACTER SWITCH ID
	SHTNWA01

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	04-20-2006

	
	DA (s)
	3112

	
	FDI Address(es)
	U 5

	
	Replacing
	RETIRING 2170’ EACH OF XXTA-300, XXAL-150 AND BKMA-200 AND REPLACING IT WITH UG 2460’ OF DCMZ-900.  THE CITY OF SHELTON IS RECONSTRUCTING THE STORM DRAINAGE ON POINEER WAY.  THIS ROAD PROJECT WILL CONFLICT WITH THE EXISTING QWEST POLE-LINE AND ANCHORS ALONG THE ROADWAY SHOULDERS.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Georganne.Weidenbach@qwest.com
