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Network Disclosure Announcement No. 612
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Iowa, Minnesota, Montana, Nebraska, Oregon, Utah, Washington, Wyoming
First Implementation Date:
May 31, 2007
Original Date Posted:
June 4, 2007
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Prescott Main PRSCAZMA
	06-18-2007
	390931
	7211WWS
	1 S Hwy 89
	REPLACE 1515FT OF 19 GAUGE AERIAL CABLE WITH 1515 FTOF 24 GAUGE CABLE WITH INCREASE OF +2.15DB.

	CO
	Boulder BLDRCOMA
	06-15-2007
	323195
	7221VNG
	MDF 1050 18
	100' of 24 Gauge 300 pr cable from 1969 is removed from CU campus steam tunnels, due to remodeling of the Leeds School of Business building at 990 Cockerell. 250' of  new ANMW-200 pr cable is placed to the new term room in a different  location which is further away from the splice point.

This must be an expedited time frame due to CU's schedule which requires this work be done by end of June, 2007.

	CO
	Breckenridge BRRGCOMA
	08-10-2007
	210331
	C62A405
	619 E Lincoln
	This job will remove an aerial lead ( 190' of BKMP-200, 4956' of BKMP-50 @ 8dB loss  and replace it with buried cable in conduit (135' ANMW-200, 4409' ANMW-50 @ 7.12 dB loss) .  Need complete in short time frame.

	IA
	Monticello MNTIIACO
	10-17-2007
	334002
	72C17VA
	16400-116A
	Jones County Secondary Road Dept. is reconstructing 95th Ave from Co. Rd. E-17 down to 15791 95th Ave which puts buried Qwest cables in conflict with the new grade.

Before: 1,220' of BHBH-6 @ 28KHz =.720

After: 1,300'of ANMW-25 @ 28KHz =2.050

Change of + .1.330

	MN
	Midway STPLMNMI
	06-22-2007
	110003
	H7MA026
	1879 Feronia Ave
	This job will replace 18 ft of 26GA cable (0.050 dB @ 28KHZ) with 78 ft of

24GA cable (0.130 dB @ 28KHz). The minimal loss of 0.08dB will not affect the loop.

	MN
	North Branch NBRNMNNB
	07-06-2007
	210302
	71M1IUE
	39001 Keystone Rd
	Before:

1650 feet of 19 gauge @ 28 Khz = .990

After

690 feet of 22 gauge @ 28 Khz = .730

(Cables differ due to removal of parallel cables)

Change of 19 gauge to 22 gauge for 690' is a change of +0.33.

	MN
	Owatonna  OWTNMNOW
	09-01-2007
	131402
	72M1IRY
	CSAH 8 & CSAH34
	THIS JOB WILL REPLACE EXISTING CABLE (868' OF 22 GUAGE WITH A dB LOSS OF 0.920 AND 2004' 19 GUAGE WITH A Db LOSS OF 1.200) WITH 3244' OF  22 GUAGE (3.530).

	MN
	St Cloud STCDMNTO
	09-28-2007
	411306
	72M1IT1
	2 AV S – 2 ST S
	SAI 2 Av S - 2 St S is being moved to 237 2nd Ave S.  The SAI will be 413' closer to the C.O.  Existing dB loss from the C.O. @ 28 KHz is 35.64.  The dB loss after the SAI is moved will be 34.91 @ 28 KHz.  The distribution length going south of the new SAI will decrease.  The existing F2 dB loss to terminal 2328 (south of the SAI) is 1.2 @ 28 KHz.  The "after" dB loss to terminal 2328 will be .48 @ 28 KHz.  A change of   -1.45 dB loss for F1 and F2 length .  Terminals north and east of the new SAI will have an increased dB loss.  The existing dB loss to terminal BLDG I 1482 2 St s from the SAI is .24 dB @ 28 KHz.  After the SAI is moved, the F2 dB loss will be 1.04 @ 28 KHz.  A change of -.07 dB loss @ 28 KHz for F1 (same as first example) and F2.

	MT
	Hamilton HMTNMTMA
	09-31-2007
	110231
	72415I5
	311 Old Corvallis Rd
	TEA 1959 OLD CORVALLIS RD

CABLE 311OCR   676-700

OLD                                                    NEW

28KHZ    33.090                         34.540

36KHZ     35.500                         37.230

40KHZ     36.510                         38.330

196KHZ    54.750                      56.260

REPLACING A AERIAL SECTION WITH A BURIED CABLE

	MT
	Laurel LARLMTMA
	09-30-2007
	210332
	624D030
	Laurel C.O.
	This job replaces a section of defective cable and moves a existing X-Box in the Laurel wirecenter. The first section will be between MH2672 and pedestal 2.75, LP#1. The work consists of replacing 268' of BKTH-600 with 288' of ANMW-900. The dB calculations for this copper cable section are:

Before 268' BKTH-600 @ 28KHz = 0.690

After 288' ANMW-900 @ 28KHz = 0.480

a change of -0.21 dB loss.

The second section is existing X-box 5.2 RL23  and will involve changes to 3 existing cables, this location is 5.45Kft from the Laurel C.O.. These figures will add the -0.21dB gained from section 1 as this is the F1 cable feeding this X-box.

1) RL23; AJTA-1; count 201:1-100 will remove 269' AJTA-100, add 98' ANMW-100, 387' ANMW-600, and 30' ANMW-100.

Before: 13.50dB @ 28KHz         After: 13.35dB @ 28KHz    Difference: +0.15dB 

+0.15dB - 0.21dB = -0.06dB.

2) RL23B; AJMW-1; count 201:101-200 will add 417' ANMW-100 and 387' ANMW-600

Before: +12.68db @ 28KHz         After: +14.05dB @ 28KHz    Difference: +1.37dB

+1.37dB - 0.21dB =  +1.16dB.

3) ANMW-300 cable going west on E. Maryland Ln, count 201:201-500 will remove 90' of ANMW-300, add 98' ANMW-100, 774' ANMW-600, and 30' ANMW-300.

Before: +12.83dB @ 28KHz       After: +14.22dB @ 28KHz     Difference: +1.39dB

+1.39dB - 0.21dB =  +1.18dB.



	NE
	Woodriver WDRVNENW
	09-03-2007
	310202
	72B14BA
	TEA 300-2. (7878 S 140th Rd)
	Retire buried copper facilities between tea 300-2  & CI#1. Existing bldg with tea CI#1 has been

demolished and no longer exists.

Old F1 route of 5.891KF @ 28KHZ=11.760.

New F1 route of 5.609KF @ 28KHZ=11.930db. Change of +.17db.

	OR
	Florence FLRNOR53
	06-07-2007
	112121
	H7RA069
	88431 4TH
	To resolve conflict with new Fawn Ridge East subdivision entrance, Qwest is cutting 300' BHAA-50 cable dead and abandoning it in place.  Also, removing the terminal it is feeding-1-91-4641.8 Rhododendron DR.  There are no workers in this cable or at this terminal.  

	UT
	Murray MRRYUTMA
	07-30-2007
	210101
	7261IUI
	132 E 4600 South
	This job will replace 140' 24 gauge aerial cable (0.240 dB loss) with 260' 24 gauge buried cable (0.430 dB loss).  The aerial cable is running thru the middle of a new condo building under construction.  The buried cable will be routed around the new building.

	UT
	Provo PROVUTMA
	01-03-2008
	320302
	H76A074
	1090 S State
	Qwest will remove the aerial pole line and place a new buried cable.  The dB loss before is 10.440@28KHz.  The dB loss after is 10.670@28KHz.  

	WA
	Fairfax SPKNWAFA
	07-15-2007
	410301
	72W1LVV
	1527 W York Av
	This job will replace existing cable (156' of 26ga,1600' of 22ga,100' of 24ga with a loss of13.9db)

With new (1600' of 24ga with a loss of 15.8db

	WA
	Fairfax SPKNWAFA
	07-16-2007
	120361
	72WLOVE
	N/A
	Qwest has existing cable loop of (1,749 of 26ga,6,280'24ga, with a loss of 24.6db)

Qwest removing (30' of 24ga cable with loss of  24.6db)

Qwest is adding cable loop of (40' of 24ga with a new loss of 24.7db

	WA
	Greenfield TACMWAGF
	06-27-2007
	4102
	72W1OXO
	N/A
	This job will transfer pairs from defective BKMA-100 to existing BKTA-900 (BKTA-900 has spare groups available for transfer).  Transfer will occur in MH #84 located on S 48th St and South L St in the Greenfield exchange.  

This work begins .953 Kf from the Greenfield central office.  The dB loss calculations are as follows:

Before:

  2' (26 ga) @ 28 KHz = .005 dB

353' (24 ga) @ 28 KHz = .613 db

Total loss = .618 db

After:

374' (26 ga) @ 28 KHz = .895 dB

Change of -.277 dB .

	WA
	Seattle – Lakeview  STTLWALA
	09-02-2007
	110101
	72W1OZO
	9201 15TH NE & 9227 15TH NE
	This job will remove a selected underground cable.  A cable throw from a 24 gauge cable to an existing 26 gauge cable will add 118 ohms of resistance and 2.63 dB of loss at 28 KHz to 75 exchange pairs that need to be moved.  The affected counts are 847,851-900 and 847,2551-2575.

	WA
	Seattle East STTLWA03
	06-30-2007
	140202
	H7WA103
	Direct Feed
	15' of 24GA with a DB of 0.03 will be replaced with 92' of 24GA with a DB of 0.16.  

	WA
	Seattle East STTLWA03
	07-15-2007
	183010
	H7WA014
	2606 Franklin E
	Qwest is Re-Routing two runs of cable.  The first run consist of 500' of 24GA with a DB of 0.82 to be replaced with 715' of 24GA with a DB of 1.16.  The second run consist of  345' of 24GA with a DB of 0.57 to be replaced with 715' of 24GA with a DB of 1.16.

	WA
	Seattle Main  STTLWA06
	05-31-2007
	412901
	72W1OYG
	4143 4TH Ave S
	This job will remove 190' BKMA-100 placed 1984, 1 50pr indor terminal 4105-11 4th Ave S, and 1 aerial terminal 4141 4th Ave S. The building at this location has been torn down. There are no working services at either of these 2 terminals

	WA
	Seattle Main  STTLWA06
	06-11-2007
	512601
	72W1P1T
	C.O.
	This job will remove all facilities to a building at 547 1st ave S. The building is being demolished on 6-11-07. There are no working services at this time. It will remove 1 50pr wall terminal W543 1st Ave S, and remove100' of BKTA-100 placed in 1974.

	WA
	Skyline TACMWASY
	07-06-2007
	2110   2122   2126   2128
	72W1OXI
	1429 N Pine,   R 1428 N Prospect, 1507 N Prospect
	This job will replace cable in the Skyline wirecenter (route 2).  750' of new DCMZ-600 will be pulled through existing duct structure from MH #20, through MH #21 to MH #22.  
This work begins 7.2 Kf from the Skyline central office.  The dB loss calculations are as follows:

Before:

728' XXAL-400 @ 28 KHz = .909 dB

After:

750' DCMZ-600 @ 28 KHz = 1.303 dB

Change of +.394 dB.

	WA
	Waverly 7 TACMWAWV
	08-31-2007
	242002  251401  255601
	C7WA085
	2905 Milton Wy,  10799 8th St E,  35290  28th Av S
	This job is replacing 98' of existing 26 ga cable (loss @ 28 KHz of 30.90 dB) with 135' of 24 ga cable (loss @ 28 KHz of 30.790 dB), replacing 231' of 22 ga cable (loss @ 28 KHz of 44.2 dB & 32.28 dB) with 266' 24 ga cable (loss @ 28 KHz of 44.370 dB & 32.450 dB respectively).  Cable counts effected are 517:601-650 + 506:201-250 + 512:701-750 + 517:1201-1250 + 1301-1350 + 506:251-300 + 509:476-500 + 512:1351-1400 + 506:1-50 + 512:501-550 + 506:501-525 + 512:576-600 + 506:701-750 + 51-175.  

	WY
	Gillette GLTTWYMA
	09-14-2007
	248031
	627C120
	14373 Hwy 51
	Highway bridge rebuild, cable and pairs being affected are: 14373, 126-141.

Before - 1.372 KF of 19 gauge @ 28 KHz = 0.810 db

After - 1.382 KF of 24 gauge @ 28 KHz = 2.180

A change of +1.370 db

	WY
	Jackson JCSNWAYMA
	09-10-2007
	121403
	H77A018
	7755 N Spring Gulch Rd
	Abandon 158' of ANAW-25 in conflict with construction.  Replace 671' of 

AFAW-25 with 666' of ANMW-25 in conflict additional construction.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
