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Network Disclosure Announcement No. 615
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Minnesota, Nebraska, New Mexico, Oregon, South Dakota, Utah, Washington and Wyoming
First Implementation Date:
June 20, 2007
Original Date Posted:
June 26, 2007
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Casa Grande CSGRAZMA
	07-15-2007
	N/A
	7211XNV
	27158 W Hwy 84
	REPLACEMENT OF 2400' OF ANAW-50 WITH ANMW-50 AERIAL CABLE THAT WAS CUT DOWN AND STOLEN IN THE NIGHT.  THE RELACEMENT CABLE IS AN F2 FEEDING AN F3. THE LOSS AT 28khZ IS 24.710 BEFORE, AND 26.090 AFTER. THE DB LOSS BEFORE WAS 655.385 OHMS , AND 707.052 OHMS AFTER. A SHORTENED INTERVAL FOR DISCLOSURE IS REQUESTED.  

	AZ
	Phoenix Northeast PHNXAZNE
	06-20-2007
	120163
	7221XP3
	4402 E. Camelback Rd
	THIS JOB WILL REPLACE A 385’ SECTION OF 100 PAIR 22 GAUGE CABLE WITH A NEW 24 GAUGE CABLE FROM THE MANHOLE 10933 ON 44TH ST NORTH OF CAMELBACK RD TO THE IT AT 4002 E CAMELBACK RD.   DB LOSS ON THE EXISTING CABLE IS .46 AND WILL BE .71 AFTER REPLACEMENT.  

	AZ
	Tucson Main TCSNAZMA
	09-30-2007
	219832
	621J189
	304 E 35
	Replace two sections of cable in conflict with a City of Tucson drainage improvement project.

Before                                                After

178' BHAH-50 @ 28KHz=.188dB   187' ANMW-200 @ 28KHz=.301dB

Change of -.113dB .

237' BHAH-200 @ 28KHz=.250dB 187' ANMW-200 @ 28KHz=.301dB

Change of -.051dB .

	CO
	Bailey BLAYCOMA
	07-31-2007
	114631  110633  110632
	6227305
	25799 Richmond Hill Rd, 27.6 Pinon Rd, 12232 S Wamblee Valley Rd
	Due to road project to widen Hwy 285, job will replace and relocate two existing 17 gauge aluminum cables with a 22 gauge copper cable. Db loss on the 17 gauge cable is unknown and new gauge will increase Db loss; however, all impacted services will continue to work and will fall within the acceptable Industry parameters.

	CO
	Denver – Northeart DNVRCONE
	10-01-2007
	340211
	7221V12
	10470 Potomac
	Commerce City is widening E 104th Ave from approx Uvalda St to Landmark St.:

-Qwest will abandon it's buried cable on 104th from Tucson St to Potomac St with no replacement cable.

-Qwest will abandon a buried cable from ped 13422 on 104th to SAI 13142 E 105th Cir on Vaughn Wy with no replacement cable.

-Qwest will abandon it's buried cables on E 104th from Potomac St and replace with new cables on the south side of the road; increase of 3.99db.

-Qwest will abandon it's buried cable on Chambers from E 104th to ped 10420 and replace with new cables; increase of .030db.

	CO
	Grand Junction GDJTCOMA
	07-30-2007
	431931
	H72A163
	2440 F Rd
	This job will replace and existing BHAH-25 that has temporarily been rerouted due to the City of Grand Junction Ranchman's Ditch Project.   Before  1,146' of BHAH-25 @ 28 KHz = 1.240dB.  After 1,073' of ANMW-25 @ 28KHz = 1.710dB.  A change of +0.47db.

	CO
	Northglenn NGLNCOMA
	07-16-2007
	415611
	7221YAI
	7851 E 129 AV
	REPLACE 230’ OF 24 GAUGE WITH 252’ OF 24 GAUGE, OLD DB LOSS IS.380 AND THE NEW DB LOSS IS .420.  REPLACE 162’ OF 24 GAUGE WITH 162’ OF 24 GAUGE, OLD DB LOSS IS .270 AND THE NEW DB IS .270 (NO change)

	CO
	Northglenn NGLNCOMA
	07-16-2007
	415611
	H72A208
	7851 E 129 AV
	REPLACE 216’ OF 24 GAUGE WITH 252’ OF 24 GUAGE. OLD DB LOSS IS.360 AND THE NEW DB LOSS IS .420. REPLACE 335’ OF 24 GAUGE WITH 352’ OF 24 GAUGE. OLD DB LOSS IS .560 AND THE NEW DB IS .580

	CO
	Steamboat Srpings STSPCOMA
	08-10-2007
	412491
	7221YDG
	30001 County Rd 33
	The short interval retirement is due to a road project along County Rd 27 in the Steamboat Exchange.

Road construction requires relocation of cable sections as follows:

Replaces 2542' AFAW-11 @ 28KHz = 2.72 dB loss with 4600' of 22 gauge BSW-6 @ 28KHz = 5.2 dB loss.

Change of +2.48 dB.

	MN
	Anoka ANOKMNAN
	08-03-2007
	410103
	71m1jb4
	3 Av Monroe
	This job will change feed due to wet cable. It is now feed from F1 count which is wet. This cable will be abandoned the count will be placed into an SAI and F2 count will be placed to feed this terminal. I 328 4 AV

BEFORE

.446 kft 24 gauge .442 kft 26 gauge total=.888 kft

AFTER

F1 .178 kft 24 gauge, .1.014 kft 26 gauge total=1.192 kft

F2 .220 kft 26 gauge, .305 kft 24 gauge, .260 kft 22 gauge total=.785 kft

	MN
	Blaine BLANMNBL
	08-17-2007
	240103
	H7MA047
	7696 NE Baker St
	This job replaces the existing 600 pair copper distribution cable from the SAI for 610'. Replacement of 50' of 50 pair for a street crossing is included.  

Before:  601' of ANMW-600 @ 28Khz = .980 db.

After:  610' of ANMW-600 @ 28Khz = .990 db.

Change of + .010 db.

Before: 50' of ANMW-50 @ 28 Khz = .080 db

After: 145' of ANMW-50 @ 28 Khz = .240 db.

Change of + .160 db. 

	MN
	Coon Rapids
	10-19-2007
	110412
	72M1HV4
	12685 Avoncet St NW
	Remove all copper F1 facilities from affected DA due to road construction.  Copper will be replaced with 100% DLC Next Level DLC.  F2 lengths will not be affected.   F1 length from the CO is 13.8 kft.  There are no unsupported CLEC circuits.

	MN
	Fraibault FRBLMNFA
	10-20-2007
	421702
	7M1J7B
	Western Av & Skyline Dr
	THIS JOB WILL RELOCATE 3 EXISTING PEDESTAL (1.040' ANMW-100 24 GUAGE WITH A  1.660 Db LOSS  WITH 1.070'  ANMW-100 OF  24 GUAGE 1.700).

	MN
	Northfield NRFDMNNO
	08-13-2007
	110102
	72M1J54
	215 5 St E
	Replace cable for Maintenance. The work begins at 2.02kf from the Northfield central office. The db loss calculations for the individual copper cable section is as follows:

Before: 294' of ug 2-24 & 132'AKTA-2 @28KHz=.820db

After: 490' of ANMW-300 @28KHz=.800 a change of +.02 db loss 

Before: 10'of BKMA-1,192'of AJTW-1 @28KHz=.520

After: 490'of ANMW-300 @28KHz=.800db a change of -.28db loss . 

A short interval disclosure is required for maintenance.

	MN
	Ortonville ORVLMNOR
	09-10-2007
	410502
	72M1J3Y
	Cross St
	REPLACEMENT OF DEFECTIVE BURIED CABLE ALONG CROSS ST, ABANDON 522' 24 GA @ 28KHz=.86 AND REPLACE WITH 570' OF 24 GA @ 28KHz= .93, CHANGE OF -.07 db LOSS.

	MN
	St Cloud STCDMNTO
	08-31-2007
	120403
	72M1J7U
	SAI:X 2005 Centennial
	WORK REQUIRED TO COMPLY WITH CITY OF ST.CLOUD ALLEY RECONSTRUCTION ALREADY IN PROGRESS.  

BEFORE:                                                                         AFTER:

25' OF AFTW-50@ 28 KHZ=60.520 DB                           35' OF ANMW-50 @ 28 KHZ=61.050 DB 

DIFFERENCE OF +0.53 DB. 

	NE
	Bellevue OMAHNEBE
	12-01-2007
	415603
	72B14DR
	3501 Lockbourne
	The US Air Force has demolished 134 buildings at the Capehart Housing area for Offuttt AFB in Bellevue NE. All Qwest aerial facilities in this demo area, cables and terminals need to be removed.

There are no working service in this area; therefore, no CLECS will be negatively impacted.  The F2 counts are ur,401-500,  ur, 601-700,  ur,701-750,  ur,851-900 and  xa,701-800.

	NE
	Schuyler SCHLNENW
	08-01-2007
	415104
	72B14DK
	1700 N. Banner St
	THE CITY OF SCHUYLER HAS PLANNED TO PAVE W 20 ST, 3-4' CUTS WILL BE MADE IN THE STREET AND THE CABLE THAT IS IN THE STREET WILL BE IN JEOPARDY AND WILL BE ABANDONED.  THIS WORK BEGINS 6.14KF FROM THE C.O. BEFORE: 744’ OF 28KHZ=11.620DB, AFTER:825’ OF ANMW-100@28KHZ=11.760DB. CHANGE OF +0.14DB LOSS. THE WORK IS SCHEDULED TO BEGIN ON 07-06-07.

	NE
	Schuyler SCHLNENW
	09-14-2007
	115151
	72B14DO
	N/A
	THE EXISTING BURIED WIRE ALONG CO RD H HAS BEEN DAMAGED. BEFORE:6090' BSW-2PR-19GA AT 28KHZ=67.30, AFTER:3776' BSW-6PR-19GA AT 28KHZ=67.490, A CHANGE OF +0.16DB LOSS.

	NM
	Telshor LSCRNMTS
	08-31-2007
	415501
	7251D30
	1311 Paneleener Av
	Qwest is replacing buried 26 and 24 gauge cable for the first part 170'  and aerial 184' of 24  gauge for the second part along  Monte Vista Ave alley  with buried 24 gauge cable 360'. New cable will start at 2.16 KF from rt.  Lead is affected  with an addition of .08 db loss. There is no CLECS on this lead.

	OR
	Oregon City ORCYOR18
	10-15-2007
	127311
	72R1KDL
	9180 SE St Helens
	This job replaces a 185 foot piece of 24 gauge cable with a 315 foot piece of 24 gauge cable.  Before 185ft of 24 ga =0.31db loss @ 28 KHz, after 315ft of 24 ga= 0.52db loss @ 28 KHz. Difference is + 0.21db

	SD
	Rapid City RPCYSDCO
	08-29-2007
	671604
	72T13US
	JB30
	This job replaces 114' of CRW with 24ga 25pr cable.

Before:                                   After:

114’ CRW-19ga                    114’ BKMP-25

.070 db loss                           .190 db loss

1.869 ohms                            5.962 ohms

	UT
	Spanish Fork SPFKUTMA
	08-15-2007
	210801
	H76A125
	247 W 500 North
	Rerouting existing aer cable with buried around new commercial Dev. Existing BKTA-1 & BKTA-24, both @ 28KHz = 6.500, The new ANMW-200 @ 28KHz = 6.680  replaces both 19ga cables.

	WA
	Aberdeen ABRDWA01
	07-13-2007
	412301
	72W1PJN
	413 RICE
	The db loss for the copper cable section to be replaced is as follows.  Before:  34' ANMW-50 @ 28KHz = .060db.  After:  50' ANMW-50 @ 29KHz = .080db.  A change of .020db.  This job cuts slack in Qwest cable to allow the cable to be raised over the railroad tracks.

	WA
	Bellingham  BLHMWA01
	10-31-2007
	134803 
	71W1PKK
	2145 Lake Whatcomm Bv
	Qwest is replacing a temp. 1300' section of ANMW-300 and an existing 240' section of ALAW-400 with a new 1526' section of ANMW-300. The temporary section has to be removed and the existing section of ALAW-400 is going bad under the street.

	WA
	Seattle West STTLWAWE
	07-13-2007
	380201
	62WV136
	3516 SW Barton
	Qwest is replacing 1145' of degraded 22ga lead cable, and 88' of degraded 26ga  pulp cable (loss @ 28KHz = 1.43db) with 1233' of 24ga filled cable (loss @ 28KHz = 1.95db) for a difference of +0.52db.  

	WA
	Shelton SHTNWA01
	07-16-2007
	4218
	72W1O1P
	M334
	A 300' section of 50 pair distribution cable is being abandon and a new 378' section of ANAW-50 pair cable will be replaced due to a Mason County Culvert replacement project.  This project must be completed before July 30th.  Cables need to be out of the way for the County to start their project.

This job is 13.3KF from SAI M334 and 38.1KF to the longest F2 loop.  The db loss @ 28KHz as a result of this change is  +.090db.  

	WY
	Jackson JCSNWYMA
	08-11-2007
	415401
	72716IE
	3430 W McCollister Dr
	Replace 3 sections of cable in conflict with road project on McCollister Dr. in Teton Village.  339' of 24 gauge cable to be replaced with 759' of 24 gauge, 228' of 24 gauge to be replaced with 425' of 24 gauge and 60' of 24 gauge to be replaced with 70' of 24 gauge cable.

	WY
	Lusk LUSKWYMA
	07-31-2007
	116631
	72716LH
	192.6 RL11E4
	REPLACE 5000 FEET OF E-WIRE WITH 19 GAUGE 3 PAIR CABLE IN LUSK ROUTE 1.

WORK BEGINS 193KF FROM CO. E-WIRE WAS PLACED IN 1976. E-WIRE HAS NO GAUGE SPECIFIED AND IS A FLAT WIRE, THEREFORE IT PICKS UP INDUCTION FROM POWER AND RADIO CAUSING HUM ON LINE. THE PLACEMENT OF 19 GUAGE WILL BE AN IMPROVEMENT TO THE LINE.  CANNOT PROVIDE BEFORE AND AFTER CALCULATIONS BECAUSE THERE IS NO CHARACTERISTICS ON E-WIRE.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
