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Network Disclosure Announcement No.655
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Iowa, Minnesota, New Mexico and Washington
First Implementation Date:
November 21, 2008
Original Date Posted:
July 28, 2008
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	IA
	Iowa Falls IWFLIACO
	12-01-2008
	115203
	82C1DY3
	X 3301
	Retiring 4,550' of buried 19 gauge cable placed in 1962 and 4,286' of 22 gauge cable placed in 1976 with 5,516' of 22 gauge cable.  This change will result in a dB loss change of +2.42dB  and +1.51dB.

	MN
	Ortonwille ORVLMNOR
	11-21-2008
	110502
	82M1NEB
	X CR 62
	BIG STONE COUNTY TO REGRADE CO RD 63. THE dB LOSS CALCULATIONS FOR THE COPPER CABLE SECTIONS ARE:

    Before:                                After:

580' 22 AWG @ 28KHz = 0.62 dB          550' 22 AWG @ 28KHz = 0.59 dB

Change of -0.03 dB.

270' 19 AWG                            320' 22 AWG @ 28KHz = 0.34 dB

50'  19 AWG @ 28KHz = 0.19 dB

Change of +0.15 dB.

3592' 19 AWG @ 28KHZ = 2.32 dB         4010' 19 AWG @ 28KHz = 2.63 dB

Change of +0.31 dB.

	NM
	Santa Fe North SNFENMNO
	08-27-2009
	210331
	8251lj3
	ALL
	Qwest is removing all copper pairs at SAI X 15.1 County Rd 119. The existing services will be cut to a new Fiber fed RT/LPG count at 2 County Rd 84G. Services requiring copper will no longer be supported.   

	WA
	Battle Ground BTLGWA01
	02-15-2009
	112802
	82W23L5
	14702 NE 259th
	This job replaces a section of defective cable located at 15.4 KF from the Central Office.  230' of 19 gauge buried cable to be replaced with 324' of 22 gauge buried cable.  

BEFORE                                                         AFTER

230' of BHBG 50 @ 28KHz = .13dB loss      324' of ANAW 50 @ 28KHz =.350dB loss

Change of .22dB loss.

	WA
	Orchards ORCHWA01
	11-30-2008
	333032  333031  333231
	72W1THC
	N/A
	THIS JOB WILL REMOVE 250 SURPLUS COPPER PAIRS FROM DA333032/333031/333231.

ALL EXISITNG UNBUNDLED SERVICES WILL BE TRANSFERRED TO UNIVERSAL OR INA COUNTS. ( ONLY UNBUNDLED POTS SERVICES EXIST). NO COPPER PAIRS WILL BE AVAILABLE IN THESE DA FOR FUTURE REQUESTS..


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
