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Network Disclosure Announcement No. 660
Short Term Public Notice Under Rule 51.333(a)
Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Colorado, Montana, New Mexico, Utah and Wyoming
First Implementation Date:
October 17, 2008
Original Date Posted:
August 28, 2008
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	CO
	Lakewood LKWDCOMA
	10-17-2008
	220254
	H82A666
	1297 Cody
	Qwest relocating the feeder cable to X 1297 Cody.  Replace 85' of  BKMA-900 and 12' XXTX-1200 with 730' ANMW-600, 413' ANMW-900, and 343' ANMW-1200.  This results in a 2.15dB loss increase.  

	MT
	Butte Main BUTTMT09
	12-15-2008
	210261
	82417Y3
	N/A
	Replace damages 12-24 Lead underground cable with direct bury ANMW-900 cable, MH32 to MH 436.  Old loop – 0.300DB & 21.13 OHMS  - New loop = 0.310DB & 22.54 OHMS

	NM
	Laguna/Acoma LAACNM01
	12-10-2008
	210801  210501  310401
	8251NCG
	X 51.9 E to Mesita, X 38.2 E to Mesita, X 45.3 E to Mesita
	This work will replace 732 feet of air core BHBH-300 with 782 feet of ANAW-300.  

Retirement Information:

Before:                                                       After:

732' BHBH-300 @ 28KHz = 0.470 dB     782' ANAW-300 @ 28KHz = 0.920 dB

Change of +0.45 dB.

	UT
	Draper DRPRUTMA
	12-01-2008
	231011
	H76A282
	778 E. 13800 South
	This Job will, Remove 200 pair cable located at 621 E 13800 S Kennignton Estates, UT. Qwest will remove 805' one BHAA-200pr Aerial Cable . Qwest will place 825' one ANMW-200pr Buried Cable 4''CBO 825'.

This project is located in Draper City Wire Center.

BEFORE: 

805' of BHAA - 200pr Cable 28KHz =1.30

AFTER:   

825' of ANMW - 200pr Cable 28KHz = 1.330

Change of + 0.03db loss. Short interval is required.

	WY
	Gillette GLTTWYMA
	11-07-2008
	144231
	8271AUH
	8 Eychander Rd
	7,341' of damaged 19 gauge being replaced by 6831' of 22 gauge.

Before 7,341' of 19 gauge @ 28 KHz = 5.110 db

After 6,831' of 22 gauge @ 28 KHz = 8.040db

A change of +2.93 db.

	WY
	Jackson JCSNWYMA
	11-05-2008
	754220
	C87A038
	150 N Glenwood
	THIS JOB WILL REPLACE EXISTING CABLE  294' OF BKMH-50  W/.270dB LOSS@1004Hz

WITH  400' OF ANMW-50 W/ .300dB LOSS@1004Hz FOR A GAIN OF .300 Db

COUNT REPLACED IS F2 CABLE 602, 351-400.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
