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Network Disclosure Announcement No. 583
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Idaho, Iowa, Minnesota, Nebraska, New Mexico, Oregon, Washington
First Implementation Date:
October 15, 2006
Original Date Posted:
October 11, 2005
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Coldwater GDYRAZCW
	11-30-2006
	123841
	6215360
	14243 W Van Buren St
	Due to a City of Gooyear Road widening project on Van Buren St between Litchfiel Rd & Estrella Pkwy Relocation/section throw of the following cables will occur:

Before                                                    After

370' KGAW-616 @ 28KHz = .44         417' of ANAW-600 @ 28KHz = .50 +0.06dB loss

350' KGAW-616 @ 28KHz = .42         397' of ANAW-600 @ 28KHz = .47 +0.05dB loss

720' KGAW-616 @ 28KHz = .85         798' ANAW-600 @ 28KHz = .94 +0.09dB loss

1120' ANMW-50 @ 28KHz = 1.31      1135' ANMW-50 @ 28KHz = 1.32 +0.01dB loss

350' ANMW-50 @ 28KHz = .64          380' ANMW-50 @ 28KHz = .70 +0.06dB loss

1300' ANMW-600 @ 28KHz = 2.26    1332' ANMW-600 @ 28KHz = 2.31 +0.05dB loss

459' KGAW-616 @ 28KHz = .54         491' ANAW-600 @ 28KHz = .58 +0.04dB loss

291' ANMW-200 @ 28KHz = .54        323' ANMW-200 @ 28KHZ = .60 +0.06dB loss

200' KGAW-616 @ 28KHz = .24         232' ANAW-600 @ 28KHz = .28 +0.04dB loss

576' ALMW-100 @ 28KHz = 1.04      608' ANMW-100 @ 28KHz = 1.10 +0.06dB loss

262' ANMW-300 @ 28KHz = .49        294' ANMW-300 @ 28KHz = .54 +0.05dB loss

350' ANMW-50 @ 28KHz = .64          382' ANMW-50 @ 28KHz = .70 +0.06dB loss

215' ANMW-100 @ 28KHz = .40        235' ANMW- 100 @ 28KHz = .44 +0.04dB loss

498' ANMW-50 @ 28KHz = .90          518' ANMW-50 @ 28KHz = .94 +0.04dB loss

183' ANMW-50 @ 28KHz = .34          203' ANMW-50 @ 28KHz = 

.38 +0.04dB loss

250' ANMW-50 @ 28KHz = .46          270' ANMW-50 @ 28KHz = .50 +0.04dB loss



	AZ
	Nogales Midway NGLSAZMW
	10-15-2006
	620711
	6217224
	X 1162 Yeso Ct
	THIS JOB WILL ABONDON 80' OF BKMH-200 AND REPLACE IT WITH 124' OF ANMW-200. BEFORE DB LOSS IS .15 AND AFTER DB LOSS IS .24.

	AZ
	Safford SFFRAZMA
	11-30-2006
	320635
	6215894
	X 33.4 Hwy 191
	REPLACING CABLE AS FOLLOWS:

BEFORE:                               

1296' OF BHAH-100 @ 28KHz=1.510

AFTER:

1300' OF ANMW-100@28KHz=2.260

CHANGE OF +.75 LOSS. 

BEFORE;                               

1327' OF BHAH-200 @ 28KHz=1.51

AFTER

1380' OF ANMW-200 @ 28KHz=2.390

CHANGE OF +.88 LOSS.  

	AZ
	Tucson South TCSNAZSO
	11-15-2006
	110211
	C61A298
	7921 Valley Indian Angency Rd
	THIS WORK WILL REMOVE 435' OF AERIAL ANAW-200 PAIR  CABLE AND REPLACED WITH 550' ANAW-200 PAIR BURIED CABLE DUE TO CONFLICTS OF NEW BRIDGE CROSSING AT KI OIDAK WO:G N/O SAN XAVIER RD.

	CO
	Arvada ARVDCOMA
	12-29-2006
	310332
	6223816
	7310 W 52 Av
	Job replaces 662' of XXAL-26 placed in 1956 and 264' of BKMA-25 placed in 1961 and 80' of BKMH-50 placed in 1992 with 1040' of ANMW-25. Existing cable has multiple squirrel chews, is wet and beyond repair. Cable must be replaced.

Before: .344kFT of 24 gauge and .662kFT of 22 gauge has a 1.25dB loss @ 28 KHz

After: 1.04kFT of 24 gauge has a 1.66dB loss @ 28 KHz.

	CO
	Boulder BLDRCOMA
	01-17-2007
	123331
	6225825
	X 40 Deer Trail Rd
	THIS JOB IS REPLACING APPROXIMATELY 1730' OF BHAS-25 WITH 1612' OF BKMP-25

SELF SUPPORTING AERIAL CABLE.

	CO
	Denver – Southwest DNVRCOSW
	10-31-2006
	311324
	6225601
	395 Union
	THIS JOB WILL REPLACE 766' OF EXISTING 22 GUAGE COPPER CABLE WITH A DB LOSS OF .810.  THE CABLE WILL BE REPLACED WITH  765' OF 24 GAUGE CABLE WITH A DB LOSS 1.24,  THIS WAS AN EMERGENCY REPLACEMENT BECAUSE THE CABLE WAS WET AND FAILING.  THE CHANGE IN GAUGE MAY AFFECT THE LOOP.

	CO
	Denver East DNVRCOEA
	11-06-2006
	111151
	C62A606
	X 1691 Williams
	RETIRE 90' OF 26 GAUGE 25 PR  CABLE AND REPLACE W/ 186' OF 24 GAUGE 25 PAIR CABLE TO AN EXISTING BUILDING AT 1750 GILPIN ST.

BEFORE - 90' OF 26 GAUGE 25 PAIR CBL AT 28 KHZ =0.240 DB

AFTER - 186' OF 24 GAUGE 25 PAIR CBL AT 28 KHZ = 0.310 DB

THIS SHOWS A NEGATIVE IMPACT OF +0.070 DB.

	CO
	Golden GLDNCOMA
	10-27-2006
	310132
	C62A599
	X 1917 Washington
	RELOACTING AERAIL FACILITIES TO UNDERGROUND FOR A NEW DEVELOPMENT. The dB loss calculations for the cables involved are:

Before & After-
65' BKTH-300 @ 28KHz=0.065. 111' ANMW-300 @ 28KHz=0.190. 

A change of 0.125 dB. 
150' BKTH-100 @ 28KHz=0.400. 196' ANMW-100 @ 28KHz=0.330. 

A change of -0.070 dB. 
320' BKTH-200 @ 28KHz=0.820. 389' ANMW-200 @ 28KHz=0.640. 

A change of -0.180 dB. 
125' BKTH-25 @ 28KHz=0.330. 211' ANMW-25 @ 28KHz=0.350. 

A change of 0.020 dB. 
87' BKTH-50 @ 28KHz=0.230. 181' ANMW-50 @ 28KHz=0.300. 

A change of 0.070 dB.

	CO
	Monument MNMTCOMA
	10-26-2006
	211231
	6226455
	X 17400 Roller Coaster Rd
	The last 90' of ALAW-25 will be replaced with 134' of ANMW resulting ina dB loss of + 0.12.  This cable extension is required to relocate cable that is in the way of the Baptist Rd-Hodgen Rd connection project funded by El Paso County.  The standard 95 day notice is not practical.  It would delay the County project.

	CO
	Steamboat Spgs STSPCOMA
	12-10-2006
	412401
	6226670
	X 30001 County Rd 33
	Qwest is rerouting a 25 pair cable to facilitate an excavation along County Rd 27 by Routt County on a Road Improvement Project. This work removes 120 feet of ANMW-25 buried cable and replaces it with 200 feet of ANMW-25 buried cable. No CLEC services are affected.  Short interval disclosure is due to the Routt County Road Project.

	IA
	Dubq Dtwn DUBQIATC
	02-17-2007
	434406
	62CE403
	X 8548 Royal Oaks Dt DA 434516 (From) and X 507-35 DA 434406 (To)
	Retiring & abandoning 1,400' of 19 gauge 200 pair cable due to road job.  Cutting two Qwest circuits from DA 434516 to existing cable served from DA 434406 X 507-35.  No negative impact on loop.

	IA
	Dubuque – NW DUBQIANW
	11-01-2006
	310202
	62CE774
	X 300-39
	The existing 3118' of AJBW-50 was replaced by temporary 24ga. IWC cable in 2004 to maintain service during road construction.  This job replaces the temporary cable that is laying in the ditch with permanent buried cable.  The county is requesting this temporary cable be removed from the ditches asap.

	IA
	Waterloo WTRLIADT
	02-15-2007
	530603
	62CE781
	X 335 E San Marnan
	(1) AFMW-100 cable placed in 1981 is being abandoned in place due to road project and replaced with like for like gauged cable but is 25 feet longer.  Before copper retirement, 475' AFMW-100@1004Hz=9.570dB loss.  After,500'ANMW-100@1004Hz=9.580dB loss.  Change of -0.010dB loss.

	ID
	Buhl BUHLIDMA
	1-31-2007
	410301
	623E355
	X 55RL21
	THIS WORK WILL RELOCATE 150' OF 22 GA 25PR (DB LOSS OF .160DB) WITH 174' OF 22GA 25PR (DB LOSS OF .190DB)  TO CLEAR THE CONSTRUCTION AREA FOR BUHL HWY DISTRICT BRIDGE PROJECT ON MUD CREEK.

	MN
	Brainerd BRNRMNBR
	12-29-2006
	411003
	62MP360
	X 314 Charles St
	Before                                        After

285 feet ALTW-30 @ 28KHz = .740        865 feet ANMW-300 @ 28KHz = 1.39

Change of +0.65dB loss.
222 feet ALMW-25 @ 28KHz = 0.37        682 feet ANMW-25 @ 28KHz = 1.11

Change of +0.74dB loss.
188 feet BKMA-200 @ 28KHz = 0.51        415 feet ANMW-400 @ 28KHz = 0.68

119 feet BKMA-25                         

Change of +0.17dB loss.
172 feet BKMH-200 @ 28KHz = 0.57        580 feet ANMW-400 @ 28KHz = 0.95

110 feet BKMA-300                         

Change of +0.38dB loss.

	MN
	Cloquet CLQTMNCA
	11-14-2006
	411502
	N/A
	X Big Lake & University
	1282' ANAW-50 @ 28KHz = 29.11         1360' ANMW-50 @ 29 KHz = 29.880

               change of .77 dB requires disclosure

	MN
	St Paul – Park Row NSPLMNPR
	02-28-2007
	110105 110302 110503 110505 110602 110803 110804 110902 111002 111003 110004 111302 111502 111503 111802 111804 120102 120103 120105 120302 120402 120502 120509 120602 120603 120604 120703 120704 120705 120802 140204 140205 
	N/A
	N/A
	To accomodate a new bridge Qwest is required to reroute its existing cables. 

Replace 710' of 24 ga (1.150dB) with 875' of 24 ga  (1.410dB) = 0.260dB longer

Replace 710' of 22 ga (0.750dB) with 875' of 22 ga (0.930dB)  = 0.180dB longer

	NE
	Loup City Nebraska
	11-17-2006
	310102
	62BC172
	N/A
	REPLACE 951FT OF COPPER BHAH-11 PR FACILITIY BETWEEN TEA 409-9 & TEA 410-1 THAT HAS BEEN GRADED OUT OF THE ROAD. REPLACE WITH NEW ANAW-25 PR CABLE.

	NM
	Albq – West ALBQNMWE
	12-01-2006
	410501
	625D265
	X 12504 Central Av SW
	Qwest is replacing a State Highway road crossing due to the proposed construction @ I40 & Paseo Del Volcan.  Qwest will need to lower facilities due to the proposed road grade change.  Only adding 20' additional length; however going from 19 ga to 24 ga cable.  The XBOX is copper feed @ 14.46 KF.  16.328 KF is where work will be completed from CO.

	NM
	Angel Fire ANFRNMMA
	02-01-2007
	116001
	625E628
	X 1 Eagle Nest
	THIS JOB WILL REPLACE EXISTING COPPER CABLES (3687’ OF 19 GUAGE WITH A DB LOSS OF 2.600), AND (440' of 24 GUAGE WITH A DB LOSS OF 0.800), WITH 7996' OF 24 GUAGE CABLE ( 1744' OF PROPOSED 24 GUAGE & 6252' OF EXISTING 24 GAUGE) WITH A DB LOSS 0f 14.670.

	NM
	Angel Fire ANFRNMMA
	02-01-2007
	116001
	625E628
	X 1 Eagle Nest
	THIS JOB WILL REPLACE EXISTING COPPER CABLE (70’ OF 24 GUAGE WITH A DB LOSS OF 0.130) AND EXISTING COPPER CABLE (872’ OF 26 GUAGE WITH A DB LOSS OF 2.330) , WITH 7324' OF 24 GUAGE CABLE ( 704' OF PROPOSED 24 GUAGE & 6620' OF EXISTING 24 GAUGE) WITH A DB LOSS 0f 13.380. 

	OR
	Oakridge OKRGOR01
	11-03-2006
	4113441
	62RX154
	N/A
	This job replaces an aerial section of 3 cables torn down by logging trucks due to low clearance.  Place 430' of ANAW-100.  Remove 430' of BKMH-50, 430' of BKMP-25, and 430' of 18 pair 19 gauge.  All 3 cables are damaged beyond repair and will be consolidated into the new ANAW-100.
Existing 50 pair 24 gauge=.71db loss

Existing 25 pair 22 gauge=.46db loss

Existing 18 pair 19 gauge=.25db loss
New 100 pair 22 gauge=.46db loss  

Only the 18 pair 19 gauge will have a negative impact on lmu's.

	WA
	Battle Ground BTLGWA01
	10-18-2006
	411711
	62W3545
	N/A
	This job replaces a defective section of aircore cable with a jelly filled cable.

Before

337' of BKMH-900  =.56 dB loss

After

350' of ANMW-900 =.58dB loss

This is a emergency cable replacement therefore a short interval disclosure is required.

	WA
	Battle Ground FTLGWA01
	11-30-2006
	212210
	62W3491
	X 14201 NE 229th
	A county road project requires the remove of aerial plant  located on Heisson Rd.  The existing aerial cable will be transferred into a existing buried cable and then the aerial facilities will be removed.

Before:

160' of 24 gauge + 2975' of 22 gauge @ 28 KHz =3.490dB

After:

3169' of 24 gauge @ 28KHz =4.980dB

Due to the counties time frame a short interval disclosure is required.

	WA
	Fairfax SPKNWAFA
	10-31-2006
	N/A
	62W3664
	X 1205 W Montgomery Av
	The entrance cable to an existing building is being replaced due to a fire and rerouted to meet current building codes.  Sixty feet of 26-gauge cable will be replaced with 180' of 24-gauge cable.  The estimated dB loss at 196 KHz prior to 62W3664 is -2.91; the estimated dB loss after 62W3664 is -3.24.  Work will take place 3.18 kft from the Fairfax central office.  A short interval disclosure is required to meet the business needs of the building owner and tenants.

	WA
	Orchards ORCHWA01
	11-30-2006
	321031
	62W3416
	X 13905 NE 28th
	This job replaces a 335 foot section of defective 22 gauge buried distribution cable with 335 feet of 24 gauge buried distribution cable.  The existing 22 gauge section was designed for straight F1 feed from the Central Office located 22.7 KF away.  This section is currently served by a Remote Terminal located 4.7 KF away.  Before: 335' of 22 ga = 0.36 dB loss @ 28 KHz.  After:  335' of 24 ga = 0.56 dB loss @ 28 KHz.  Difference is +0.20 dB.  


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
