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Network Disclosure Announcement No. 529
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Idaho, Minnesota, Nebraska, New Mexico, Utah & Washington
First Implementation Date:
 October 21, 2005
Original Date Posted:
October 21, 2005
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 
Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):

	1
	STATE
	Idaho

	
	WIRE CENTER
	Nampa

	
	8-CHARACTER CLLI
	NMPAIDMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	10-21-05

	
	DA (s)
	213101

213301

	
	FDI Address(es)
	x 2501 keim ln
x 17070 midland blvd

	
	Replacing
	RELOCATION of existing cable and pedestals on midland blvd requested by idaho department of transportation for conflict with i-84 karcher rd interchange project. this job will abandon 347' bkmh-300, 461' bhah-200 USED FOR DISTRIBUTION AND FEEDER , 1075' anmw-100, 494' afaw-50, 25' afaw-25 and 1158' anmw-25 distribution cable within the existing right of way of midland blvd.  road project relocates midland blvd roadway. cable will be replaced with 710' anmw-300, 820' anmw-100 and 25' anmw-25.  existing lmu at farthest point of construction is 17.486 Kf to central office.  new lmu will be 16.924. ALL CLEC CIRCUITS ARE POTS1 ONLY.  Short disclosure required due to road project construction schedule.

	2
	STATE
	Arizona

	
	WIRE CENTER
	Scottsdale

	
	8-CHARACTER CLLI
	SCDLAZMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	10-31-05

	
	DA (s)
	413413

	
	FDI Address(es)
	519 E. FILLMORE ST

	
	Replacing
	THIS JOB WILL REPLACE APPROXIMATELY 600' OF DEFECTIVE 22 GUAGE DISTRIBUTION CABLE WITH 24 GUAGE CABLE FROM TH TERMINAL AT 519 E FILLMORE EAST TO VAN NESS AVENUE AND SOUTH TO R 503 E SUNSET DRIVE IN THE SCOTTSDALE WIRE CENTER. .  Due to a corporation commission complaint this job will be worked on an expedited basis.



	3
	STATE
	Utah

	
	WIRE CENTER
	Ogden Main

	
	8-CHARACTER CLLI
	OGDNUTMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-30-05

	
	DA (s)
	210201

	
	FDI Address(es)
	420 22

	
	Replacing
	The retirement of this 200pr copper cable doesn’t have CLEC service on it as of 10/18/2005.  The Section that is being removed will be .208kf of 24ga. It has a db loss of .240 at the 1004Hz level and the Resistance in Ohms is10.878. The New Section that Qwest will place will be .731kf of 24ga has a db loss of .400 at the 1004Hz level and the Resistance in Ohms is 38.231.   At the present time there are no CLEC on this copper cable.

	4
	STATE
	Minnesota

	
	WIRE CENTER
	St. Charles

	
	8-CHARACTER CLLI
	STCHMNSC

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-05-06

	
	DA (s)
	410402

	
	FDI Address(es)
	x B3-A

	
	Replacing
	Abandonment’s will include 796 feet of BHBH-50 buried distribution cable.  The Copper Retirement Network Disclosure form is required due to the change in length from 796 feet of 22 gauge at a loss of .840 at 28 khz to 860 feet of 22 gauge at  a loss of .910 at 28 khz.

	5
	STATE
	Nebraska

	
	WIRE CENTER
	NORFOLK

	
	8-CHARACTER CLLI
	NRFLNENW

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	11-23-05

	
	DA (s)
	411303

	
	FDI Address(es)
	

	
	Replacing
	QWEST IS REROUTING THE EXISTING 24 GUAGE CABLE DUE TO A REQUEST FROM PROPERTY OWNER, ADDITIONAL24 GUAGE CABLE IS ADDED DUE TO NEW ROUTE.

	6
	STATE
	Colorado

	
	WIRE CENTER
	BOULDER

	
	8-CHARACTER CLLI
	BLDRCOMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	11-29-05

	
	DA (s)
	121481

	
	FDI Address(es)
	X 228 RL50

	
	Replacing
	This job removes 1 span, 270' of 2 aerial cables- BHAA-150 (F1)& BHBA-50 (F2)and  330' of ANAW-200 pr cable will be placed.The work begins at 70.87 KFT from the CO and 1.90 KFT from the Xbox. The db loss calculations of the individual copper cable sections are:

Before                          After

270' BHAA-150 @ 28KHZ=.290    330' ANAW-200 @ 28KHZ=.350

270' BHBA-50 @ 28KHZ=.160     360' ANAW-200 @ 28KHZ=.390

	7
	STATE
	New Mexico

	
	WIRE CENTER
	AMBER MESA

	
	8-CHARACTER CLLI
	LSCRNM16

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-26-05

	
	DA (s)
	210501

	
	FDI Address(es)
	X 111-1/2 RL112

	
	Replacing
	Qwest is rerouting f2 feed for terminal 23.7 rl112k from south to north direction out of same x-box and RT.  New direction is adding 970 feet of cable incrreasing db loss but removing 1000' of bridge tap.  Shorten time frame is due to Dona Ana County road project which will effect cable being abandoned due to culvert. Time Frame for Project is 1/3/06 start date.  Currently there is one FR working at terminal.

	8
	STATE
	Colorado

	
	WIRE CENTER
	Fruita

	
	8-CHARACTER CLLI
	FRUTCOMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-30-05

	
	DA (s)
	410991

	
	FDI Address(es)
	X1281RO-1-2

	
	Replacing
	Job # 5221007 - Qwest will abandon in place 2803 feet of  existing AJAW-11x  (22 Guage) buried cable, placed in 1975 and place 2850 feet of ANAW-25 (22 Guage) buried cable, on the north side of Q Road, between 13 Road and 12 1/2 Road. This work will change the loop make-up of this transmission path.

	9
	STATE
	Minnesota

	
	WIRE CENTER
	Luverne

	
	8-CHARACTER CLLI
	LVRNMNLU

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	11-01-05

	
	DA (s)
	220302

	
	FDI Address(es)
	X B18B

	
	Replacing
	Nobles County, MN will be replacing a bridge with box colverts, along with reconstructing the ditches on both sides of the township road. A temporary ASW-6-22ga cable will be laid out during construction and replaced with a BSW-6-22ga cable after completion of bridge.  The AJAW-11 cable, 1354ft in length with a dB loss of 1.43 will be replaced with a BSW-6-22ga cable, 1400ft in length with a 1.48 dB loss resulting in a 0.05 neg dB loss increase.

	10
	STATE
	Utah

	
	WIRE CENTER
	Salt Lake Main

	
	8-CHARACTER CLLI
	SLKCUTMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	01-31-06

	
	DA (s)
	410503

	
	FDI Address(es)
	541 W 400 North

	
	Replacing
	Qwest is relocating an aerial cable to buried to clear for the construction of a new subdivision.  The work begins at 1.261 KF form the sai at 541 W 400 North.  The dB loss calculations for the individual copper sections are:

Before: 342' BKTA-200 @ 28KHz = .880  After: 568' ANMW-200 @ 28KHz = .930

Change of  +.05dB.  the forecasted retirement date is 1/31/2006.  

	11
	STATE
	Arizona

	
	WIRE CENTER
	MCCLINTOCK

	
	8-CHARACTER CLLI
	TEMPAZMC

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-31-05

	
	DA (s)
	140201

	
	FDI Address(es)
	5724 S MCCLINTOCK DR

	
	Replacing
	THIS JOB WILL REPLACE APPROXIMATELY 420' OF DEFECTIVE 22 AND 26 GUAGE DISTRIBUTION CABLE WITH NEW 24 GUAGE CABLE FROM MANHOLE 3150 TO F 1550 E SOUTHSHORE DRIVE.

	12
	STATE
	Colorado

	
	WIRE CENTER
	Pike View

	
	8-CHARACTER CLLI
	CLSPCOPV

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	03-26-05

	
	DA (s)
	310933

	
	FDI Address(es)
	x 1128 mount view ln

	
	Replacing
	Replacing 787' of 22 gauge with 787' of 24 gauge cable this will change the db loss at 28KHz by 0.43db.

	13
	STATE
	Washington

	
	WIRE CENTER
	Spokane Keystone

	
	8-CHARACTER CLLI
	SPKNWAKY

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	04-20-06

	
	DA (s)
	235401, 233705,235702,235803

	
	FDI Address(es)
	5202 E 21ST AV

	
	Replacing
	cutting 141 WL's from loaded copper to Litespan. All circuits can be cut into the Litespan.

	14
	STATE
	Minnesota

	
	WIRE CENTER
	Lexington

	
	8-CHARACTER CLLI
	EAGNMNLB

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	01-16-05

	
	DA (s)
	314605, 314602

	
	FDI Address(es)
	4565 ERIN LN/1995 BADGER CT

	
	Replacing
	Qwest will cut 45 lots from Distribution Area 314602, SAI X 1995 Badger Ct., to an adjacent DA 314605 at SAI X 4565 Erin Ln, and replace 1475' of BHAA-50 pr aerial cable with 1475' of BKMP-50 pr aerial cable.  This will remove excessive bridge tap and will result in a change in dB loss calculations of 52dB at 28 KHz before and 62dB loss after the cut over.  

	
	
	


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:
Georganne Weidenbach
Georganne.Weidenbach@qwest.com
