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Network Disclosure Announcement No. 585
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Iowa, Minnesota, Oregon, Utah, Washington, Wyoming
First Implementation Date:
October 18, 2006
Original Date Posted:
October 25, 2006

Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	STATE
	WIRE CENTER
	PLANNED COMPLETION  OR RETIREMENT DATE
	DA (s)
	Job #
	FDI Address(es)
	Replacing

	AZ
	Chandler South CHNDAZSO
	10-27-2006
	110211
	6217964
	4496 S. Arizona Ave
	THIS JOB WILL REPLACE A 350’ SECTION OF 25 PAIR 22 GAUGE CABLE WITH A NEW 24 GAUGE CABLE ON 124TH PLACE JUST SOUTH OF QUEEN CREEK RD.   DB LOSS ON THE EXISTING CABLE IS .42 AND WILL BE .64 AFTER REPLACEMENT.  

	AZ
	Phoenix Main PHNXAZMA
	10-19-2006
	410571
	6215248
	629 N 4th Ave
	THIS JOB WILL REPLACE A 600’ SECTION OF 400 PAIR 22 GAUGE CABLE WITH A NEW 24 GAUGE CABLE BETWEEN MANHOLES 1204 AND 1799 ON 3RD AVENUE AND FILLMORE.  DB LOSS ON THE EXISTING CABLE IS .70 AND WILL BE 1.07 AFTER REPLACEMENT.  

	CO 
	Air Force Academy AFACCOMA
	11-11-2006
	211031
	6226806
	Direct feed IOF toll cable 41801, 1-400 + a, 401-600
	This job replaced 620' XXAL-600 )(1938)  with 620 ' ANMW-600 and 30' 10E2 stub. Cable was cut. 

Before: 620' 22 gauge = 0.660 DB loss at 28 KHz

After: 650' 24 gauge = 1.060 DB loss at 28 KHz

	CO
	Boulder BLDRCOMA
	10-18-2006
	116491
	6227003
	X 1951 17
	This job removes 155' of BKTA-50 pr cable which feeds #1820 Pearl. A portion of the building was demo'd and the existing terminal and cable were destroyed. Maintenance discovered the damage and cut the cable dead at the splice on the  pole. This work is 'expedited' as it was done in the field and has resulted in a damage claim.

	CO
	Central City CNCYCOMA
	01-31-2007
	110731
	6226676
	21 So Dory Lakes Dr
	REPLACE 3197' OF AERIAL BHAS-25 WITH 4240' OF BKMP-50, EXISITNG CABLE IS FULL AND ADDITIONAL PAIRS ARE NEEDED FOR NEW HOMES. WORK STARTS .160KFT FROM RT 21SO DORY LAKES DR

	CO
	Cottonwood DNVRCOCW
	12-04-2006
	310621
	C62A174
	901 Walnut
	REMODELING BUILDING - 95 DAY NOTIFICATION NOT POSSIBLE.

BEFORE        91' BKTA-100 @28KHz=3.050 Db

AFTER     210' ANMW-100 @28KHz=3.150 Db

	CO
	Denver East DNVRCOEA
	12-21-2006
	318931
	C62A620
	X 3957 Ulster
	RETIRE 794' OF 24 GAUGE 300 PR  CABLE AND REPLACE W/ 906' OF 24 GAUGE 300 PAIR CABLE TO AN EXISTING BUILDING AT 9300 SMITH RD.

BEFORE - 794' OF 24 GAUGE 300 PAIR CBL AT 28 KHZ = 1.280 DB

AFTER - 906' OF 24 GAUGE 300 PAIR CBL AT 28 KHZ = 1.450 DB

THIS SHOWS A NEGATIVE IMPACT OF +0.170 DB.

	CO
	Monte Vista MTVSCOMA 
	11-17-2006
	420721
	6226605
	3601 Hwy 160
	This project replaces two sections of 22 gauge cable along county rd 27 in Monte Vista

to provide room for a road widening project .  One existing section is .16Kf of 22 gauge

BHAG-25, this will be cut out and replaced with a .17Kf section of 24 gaugeANMW-25.  The 

other section is .069Kf section of 22 gauge ANAW-50 this will be replaced by a .080Kf section of

24 gauge ANMW-50.

	CO
	Monument MNMTCOMA
	12-15-2006
	421031
	6225083
	F1
	There  is a 770' section of BHAH-50 along Lindbergh Rd between Talbot and Schilling Ave in Monument wire center that has gone completely wet and is being temporized by cable on the ground.  We are replacing this section with approx 800' of ANMW-50 to maintain service.  We need to get it replaced and cut over before the winter months hit due to frost and snow plows potentially damaging the temporary cable.

	CO
	Morrison MRSNCOMA
	12-20-2006
	N/A
	6221067
	N/A
	Replacing 664' of 22g cable with 24ga cable

Before .72dB @ 28kHz

After:  1.09dB @ 28kHz

	IA
	Dubuque NW DUBQIANW
	11-29-2006
	110403
	62CE775
	X 100-38
	Qwest is replacing 7,254' of temporary 19ga. service wire with 7,254' of 24ga. cable.  Before: 7,254' of 19ga. = 5.05db@28KHZ.  After: 7,254' of 24ga. = 12.22db@28KHZ.  Difference is +7.17db.  This cable is currently fed by a remote terminal located 4.98kft away.

	IA
	Marshalltown MRTWIASO
	11-10-2006
	442312
	C6CA116
	Central Office Feed
	This job removes a 205' section of BKTA-50 due to a elementary school expansion into the alley were this cable is placed. It will be replaced with a 675' of ANMW-25 which loops around the quarter block to reconnect to the field side segment of BKTA-50. 

Before                                                       After

205' of  BKTA-50 @28KHz = .540          675' of BKMP-25 @28KHz =1.10

Change of  +.560dB loss.

	IA
	Sious City Dwtn SXCYIADT
	12-29-2006
	413702
	62CE709
	N/A
	600PR 24GA

OLD 1 F1 route of .394kf @ 28KHz=.650 db.

NEW 1 F1 route of .470kf @ 28KHz=.770 db.  Change of .120 dB loss.

900PR 22GA

OLD 2 F1 route of .519kf @ 28KHz=.550 db.

NEW 2 F1 route of .470kf @ 28KHz=.500 db.  Change of .050 dB loss.

1200PR OLD CABLE 26GA, NEW CA 24GA.

OLD 3 F1 route of .400kf @ 28KHz=1.020 db.

NEW 3 F1 route of .470kf @ 28KHz=.770 db.  Change of .25 dB loss..

	MN
	Coon Rapids CNRPMNND
	05-15-2007
	150101  150102  150105
	62MH741
	X 1761 131st Ave NW, X 1525 131 Ave NW, X 12951 NW Grouse St
	Remove all copper F1 facilities from affected DAs due to road construction.  Copper will be replaced with 100% DLC via Next Level.  CO DSL will be cut to RT DSL also via Next Level.  DS1s will be cut to fiber hut count via TA3000.  Existing F1 lengths from the CO are: 13.5 kft for DA 150105; 14.4 kft for DA 150102; 15.5 kft for DA 150101.  F2 lengths will not change.

	MN
	Nisswa NSSWMNNI
	01-30-2007
	110202
	C6MA297
	N/A
	Qwest will remove 150 feet if existing BKMP-50 aerial cable and replace it with 436 feet of ANMW-50 buried cable on North side of Bass Lake Rd  The original DB loss for the 150' section is .25DB.  The DB loss for the new 436' section is .72 DB.

	OR
	Belmont PTLDOR13
	12-08-2006
	410464
	C6RA074
	Existing and new is Direct feed
	This job will relocate the existing terminal at 107 se Washington exiting section is 95’ of anmw the new section will be 250’ of anmw

The work begins at 7.166Kft from the Belmont CO. The dB loss calculations for the terminal:
Old Section                                                  New Section
28KHz = .160  dB                                      28KHz = .420

Change of +.260  dB loss.

	OR
	Lowell LWLLOR53
	12-01-2006
	N/A
	62RX349
	N/A
	This work is required to provide for a O.D.O.T. highway widening project scheduled to start on 12/15/2006.  This job replaces 300' of 19 gauge aerial cable with 24 gauge buried cable. Total loop lengths and losses are minimal.  The cable being removed is overgauged cable left over from use as a copper toll cable in years past.  The loop will have  a .21DB greater loss on completion of work.

	OR
	Veneta VENTOR54
	11-17-2006
	112311
	62RX194
	87715 Nelson Mtn Rd
	This work order will replace 1172ft of AFBW-25  with 1192ft  of ANAW-25 due to a major landslide in this area.  The only types of services that are working in this cable are 1FRs and U5Rs-no special service types.

	UT
	Bountiful BNTFUTMA
	11-24-2006
	212701
	H260002
	502 N 1000 W
	UDOT Legacy Parkway project SP-0067(5)0.  UDOT is constructing the Legacy Parkway from Farmington to North Salt Lake. Qwest will be cutting in a new section of cable under the off ramp at Parrish Lane. The existing cable at this location is too shallow for the planned excavation.

The dB loss calculations for the individual copper cable sections are:
Before:

915' of AFMW-300 @ 28KHz=1.47.
After:

680' of AFMW-300, 247' of ANMW-300 @ 28KHz=1.49.
Change of +.02dB loss requires notification disclosure. Short interval disclosure is required.

	UT
	Orem OREMUTMA
	11-15-2006
	231212
	626P330
	1593 N. State St
	UDOT Local Admin Project STP-0089(40)298 1600 North at

State St.  This job is for the non-reimbursable portion

of relocations along 1600 North east and west of the

intersection widening at State St.  The reimbursable

portion of relocations along State St. are on job

number H66A024.

The dB loss calculations for the individual copper cable sections are:
Before:

225' of AFMW-50, @ 28KHz=.380

After:240' of AFMW-50, ANMW-50 @ 28KHz=.400

Change of +.02dB loss. Short interval disclosure is required.

Before:

241' of ANMW-400, @ 28KHz=.400

After:356' of ANMW-400 @ 28KHz=.430

Change of +.02dB loss requires notification disclosure. Short interval disclosure is required

Before:

134' of ALMW-100, @ 28KHz=.230

After:154' of ALMW-100, ANMW-100 @ 28KHz=.260

Change of +.03dB loss requires notification disclosure. Short interval disclosure is required

Before:

398' of GFMW-50, @ 28KHz=.660

After:418' of ALMW-100, ANMW-100 @ 28KHz=.690

Change of +.03dB loss requires notification disclosure. Short interval disclosure is required

Before:

282' of GFMW-50, BKMH-600 @ 28KHz=.470

After:322' of GFMW-50, ANMW-50, ANMW-600, BKMH-600 @ 28KHz=.530

Change of +.06dB loss requires notification disclosure. Short interval disclosure is required

Before:

583' of  BKMH-600 @ 28KHz=.950

After:623' of BKMH-600, ANMW-600 @ 28KHz=1.010

Change of +.06dB loss requires notification disclosure. Short interval disclosure is required

Before:

340' of  ALMW-100, BKMH-600 @ 28KHz=.560

After:380' of ALMW-100, ANMW-100, ANMW-600, BKMH-600 @ 28KHz= .630

Change of +.07dB loss requires notification disclosure. Short interval disclosure is required

Before:

100' of  GFMW-600, BKMH-600 @ 28KHz=.170

After:196' of ALMW-200, ANMW-200, ANMW-600, BKMH-600 @ 28KHz= .330

Change of +1.60dB loss requires notification disclosure. Short interval disclosure is required

Before:

95' of  GFMW-1200, BKMH-600 @ 28KHz=.160

After:

191' of GFMW-1200, ANMW-1200, ANMW-600 @ 28KHz= .320

Change of +1.60dB loss requires notification disclosure. Short interval disclosure is required

Before:

196' of  ANMW-200, BKMH-600 @ 28KHz=.330
After:

292' of ALMW-200, ANMW-200, ANMW-600, BKMH-600 @ 28KHz= .490

Change of +1.60dB loss requires notification disclosure. Short interval disclosure is required.



	WA
	Omak OMAKWA01
	11-30-2006
	129401
	62W3790
	X 64-476E1
	Replace 969 feet of failed AJBW-11 with a dB loss of .57 with 970 feet of ANAW-25 with a dB loss of 1.03

	WA
	Whitehall OLYMWA02
	11-24-2006
	N/A
	62W3841
	1001 Franklin St (From Location), 920 Franklin St. (To Location)
	Qwest is required to reroute the feed to the adjacent DA. This will change the feed from front aerial feed to rear alley feed. This affects service to the building at 210 Union St S.E., Olympia  WA.

The impact is to the F2 portion of the loop as follows: Existing loop  = .170kf, 24ga or loss of .290Db @ 28Khz.  The new loop  = .205kf, 24Ga or loss of .340Db @28Khz . A change in loop of .035kf or .05Db.

A short duration disclosure is required and demanded by the developer. This is currently hampering construction of  a new State of WA. building for the State of WA. Public Utility Division.

	WY
	Gillette  GLTTWYMA
	11-17-2006
	240831
	627C313
	CC X 13650 Hwy 51
	1st section - Replacing 186' of AFBW-50 (0.120 db) with 240' of 6 pair 22 gauge (0.260 db).   It feeds out of the 76 TCR terminal.  

2nd section - Replacing 190' of ANAW-25 (0.210 db) with 220' of ANMW-25 (0.370 db). This section feeds terminal# 194T Timber Creek Rd.

3rd section - Replacing 200' of 19 gauge 1 pair (0.120 db) with 245' of 6 pair 22 gauge (0.260 db).  This section feeds terminal# 222 TCR.  


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Regulatory Compliance Manager

Georganne.Weidenbach@qwest.com
