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Network Disclosure Announcement No. 530
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Minnesota, New Mexico, Oregon & Washington
First Implementation Date:
 November 30, 2005
Original Date Posted:
October 28, 2005
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 
Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):

	1
	STATE
	Colorado

	
	WIRE CENTER
	Fruita

	
	8-CHARACTER CLLI
	FRUTCOMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-31-05

	
	DA (s)
	416031

	
	FDI Address(es)
	X 1215 - 17 Road

	
	Replacing
	522P635 / FRUTCOMA (Fruita) - Qwest is placing on the east side of 17 Road, 1550 feet of 24 guage of buried ANMW-600 cable, replacing two aerial 24 guage BKMA-50 cables, on the west side of 17 Road. This work will change the loop-make-up of this transmission path.

	2
	STATE
	Oregon

	
	WIRE CENTER
	HERMISTON

	
	8-CHARACTER CLLI
	HMTNOR56

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-01-05

	
	DA (s)
	442002

	
	FDI Address(es)
	72727 Lloyd Rd.

	
	Replacing
	Replace sections of cable to accommodate Umatilla Co. bridge replacement on Minnehaha Rd. at Cloud Ln..  Job replaces 2 sections. 

1) replace 347' of BHBA-GT-19 cable w/ 388' ANAW-100 cable.

2) replace 91' of BHAH-100 cable w/ 796' of ANAW-100 cable.

This work will change the LMU of these paths.

	3
	STATE
	Arizona

	
	WIRE CENTER
	Phoenix Northwest

	
	8-CHARACTER CLLI
	PHNXAZNW

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-30-05

	
	DA (s)
	130614

	
	FDI Address(es)
	X 7151 N 27 Av

	
	Replacing
	This job will transfer 4 working circuits from the exist. RT at 2737 W. 27th Ave.  to the RT @ 2711 W. Myrtle Ave. The existing RT is in conflict with a City of Phoenix road improvement project that is placing sidewalks in the neighborhood. The existing RT will be removed from the field and Qwest will creat a "shared site" at RT 2711 W. Myrtle Av. The LMU will change as the copper feed for the SAI & will now be rerouted through the underground.  

	4
	STATE
	Arizona

	
	WIRE CENTER
	FLOWING WELLS

	
	8-CHARACTER CLLI
	TCSNAZFW

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	02-11-06

	
	DA (s)
	311311

	
	FDI Address(es)
	1072 W SIMMONS RD

	
	Replacing
	REPLACING DEFECTVE 267' OF BHAA-GT-400 @ 28KHz= 0.320 WITH 270' OF ANMW-400 @ 28KHz= 0.500.  TOTAL F1 KF 6.952.

	5
	STATE
	New Mexico

	
	WIRE CENTER
	Belen

	
	8-CHARACTER CLLI
	BELNNMMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	11-30-05

	
	DA (s)
	210201

	
	FDI Address(es)
	413 Wisconsin

	
	Replacing
	Qwest is cutting away all the copper and the SAI at 413 Wisconsin. This will be replaced with a new SAI 69' South

	6
	STATE
	Minnesota

	
	WIRE CENTER
	Brooklyn Center

	
	8-CHARACTER CLLI
	BRCTMNBC

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-31-05

	
	DA (s)
	110106

	
	FDI Address(es)
	X 6514 BRYANT AVE N

	
	Replacing
	Qwest cut 1-300, and 2-100 pair cables and replaced them with 1, 600 pr cable for 138 ft. Additionaly, another 30 ft of the 300 pair cable was replaced for maintenance purposes with a 400  pair 24 gauge cable. A total of 168 ft of 300 pair was replaced with 24 gauge cable resulting in a change of +0.068db loss. Also, 1 of the 100 pair cables was 19 gauge and was replaced for 138 ft of 24 guage resulting in a change of +0.068db loss.

	7
	STATE
	Oregon

	
	WIRE CENTER
	Medford

	
	8-CHARACTER CLLI
	MDFDOR33

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	03-15-06

	
	DA (s)
	417411

	
	FDI Address(es)
	X 712 QUEENS DR

	
	Replacing
	Qwest is moving a terminal out of the way of the extension of Marshall St.  This street is being extended to serve a new subdivision Travron Subdivision  The existing cable will be replaced with 24 guage cable causing a +0.13 dB loss on the 900 pair cable and a +0.14 dB loss on the 100 pair cable.

	8
	STATE
	New Mexico

	
	WIRE CENTER
	SOCORRO

	
	8-CHARACTER CLLI
	SCRRNMMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-30-05

	
	DA (s)
	111711

	
	FDI Address(es)
	43.2 Lemitar

	
	Replacing
	Qwest is replacing a section  of 420'  aerial cable 

The Before 420' BHBA-25 @28KHz=7.550,  After 420' ANMW-25 @28KHz=8.110

Change of +0.56dB loss.  The existing 25 pair cable will be changed from 19 gauge to 24 gauge;this area is well with in RZ 1500 ohms and will continue to support services without needing coarser gauge.

	9
	STATE
	Arizona

	
	WIRE CENTER
	SOUTH

	
	8-CHARACTER CLLI
	TCSNAZSO

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	02-20-06

	
	DA (s)
	110215

	
	FDI Address(es)
	102 W BILBY RD

	
	Replacing
	REPLACING DEFECTIVE 700' OF BKTA-900 @ 28KHz=1.900 WITH ANMW-900 @ 28KHz=1.410.  TOTAL F1 KF 1.695.

	10
	STATE
	Minnesota

	
	WIRE CENTER
	Caledonia

	
	8-CHARACTER CLLI
	CLDNMNCA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-30-06

	
	DA (s)
	220602

	
	FDI Address(es)
	X C13-A

	
	Replacing
	Abandonment’s will include 7640 feet of ALAW-11 and 1500 feet of 6 pair 22 gauge buried distribution cable.  The Copper Retirement Network Disclosure form is required due to the change in length from 9140 feet of 22 gauge at a loss of 10.640 at 28 khz to 9580 feet of 24 gauge at  a loss of 16.329 at 28 khz. 

	11
	STATE
	Washington

	
	WIRE CENTER
	Bellingham

	
	8-CHARACTER CLLI
	BLHMWA01

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-30-06

	
	DA (s)
	330581

	
	FDI Address(es)
	X 1515 Hillsdale Rd

	
	Replacing
	This job places a Nextlevel USAM cabinet on a new easement at 3690 Britton Rd & places a new 2700 X SAI to faciltate the removal of the RT's & SAI at 1515 Hillsdale Rd. The new SAI will add 1.168 Kft to the F2 pairs & it will reduce the F1 pairs from the Central Office by 0.933. This will result in an increase  @ 28KHz of 1.850 dB on the F2 pairs & a reduction @ 28 KHz of -1.490 dB on the F1 pairs for a net increase of 0.36 dB @ 28 KHz.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:
Georganne Weidenbach
Georganne.Weidenbach@qwest.com
