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Network Disclosure Announcement No. 551
Public Notice of Network Change(s), Pursuant to CFR 47, subsections 51.325 - 51.335.

Qwest’s Internet address: http://www.qwest.com/disclosures.

Copper Retirements in Arizona, Colorado, Iowa, Minnesota, Montana, South Dakota & Washington
First Implementation Date:
April 15, 2006
Original Date Posted:
April 4, 2006
Summary:
Copper Retirements are necessary to respond to various factors in the Outside Plant, including road construction, maintenance problems, and growth accommodation.  Replacement cables may be either copper or fiber.  Specific information will be provided with each disclosure.

Locations, Timing of 

Deployments & Interface 

Requirements:  
The following gives additional details on the copper retirement(s):


	1
	STATE
	ARIZONA

	
	WIRE CENTER
	MESA

	
	8-CHARACTER SWITCH ID
	MESAAZMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	07-13-2006

	
	DA (s)
	210621

	
	FDI Address(es)
	F 1982 W MAIN ST

	
	Replacing
	QWEST IS REDIRECTING FEED TO F 1982 W MAIN ST.  ALTHOUGH THIS WILL REDUCE THE NUMBER OF FEET IN THE LOOP, IT ALSO ADDS DB LOSS SINCE MORE THAN HALF OF THE LOOP WILL NOW BE 26 GAUGE.  THE ORIGINAL LOOP WAS 14.39 KFT OF 24 GAUGE.  THE NEW LOOP WILL NOW BE MADE UP OF 7.46 KST OF 26 GAUGE AND 6.33 KFT OF 24 GAUGE.

	2
	STATE
	ARIZONA

	
	WIRE CENTER
	HIGLEY

	
	8-CHARACTER SWITCH ID
	HGLYAZMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-31-2006

	
	DA (s)
	410531

	
	FDI Address(es)
	X 20412 S GREENFIELD RD

	
	Replacing
	QWEST WILL REPLACE AERIAL CABLE, CUT OVER WORKING SERVICE, REMOVE EXISITING AERIAL CABLE ON THE SOUTH SIDE OF QUEEN CREEK RD EAST OF GREENFIELD RD APPROXIMATELY 3/4 MILE.  SAI HAS NO COPPER FEED AND IS 1.370 DB FROM RT.  FROM GREENFIELD TO 162ND ST A SECTION OF 22GA 1.448KF 1.530DB REPLACED WITH 24GA 1448KF 2.280DB A DIFF .75DB.  FROM GREENFIELD TO END TERMINAL 19GA .846KF, 22GA 1.956KF 2.880DB REPLACED WITH 24GA 2.802KF 4.7DB.

	3
	STATE
	ARIZONA

	
	WIRE CENTER
	TUCSON CATALINA

	
	8-CHARACTER SWITCH ID
	TCSNAZCA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	12-31-2006

	
	DA (s)
	311212

	
	FDI Address(es)
	X 5510 E RIVER RD

	
	Replacing
	QWEST IS CUTTING AWAY ALL THE F1 COPPER FACILITIES TO SAI @ X 5510 E RIVER RD.  THIS WILL BE REPLACED WITH A NEW SAI X 5598 E RIVER RD AND WILL BE FED FROM A NEARBY REMOTE TERMINAL/CEV.  THE EXISTING LOOP FROM THE CO IS: 26GA .731KF 24GA 22.889KF  TOTAL LOSS=45.08DB.  THE NEW LOOP FROM THE RT IS: 26GA .030KF 24GA 1.024KF  TOTAL LOSS= 1.880DB.

	4
	STATE
	ARIZONA

	
	WIRE CENTER
	MARANA

	
	8-CHARACTER SWITCH ID
	MARNAZMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-30-2006

	
	DA (s)
	630711

	
	FDI Address(es)
	10551 N ANWAY RD

	
	Replacing
	THIS JOB WILL BE REPLACING 871’ OF FLOODED BHAH-600 WITH 950’ OF ANAW-600.  LOCATION IS AT 11965 TO 12075 N ANWAY ROAD.

	5
	STATE
	COLORADO

	
	WIRE CENTER
	AURORA

	
	8-CHARACTER SWITCH ID
	AURRCOMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-19-2006

	
	DA (s)
	230431

	
	FDI Address(es)
	SAI

	
	Replacing
	THIS JOB WILL REPLACE A 220’ OF BHAG-11 (22 GAUGE) WITH 272’ OF ANMW-25 (24 GAUGE).  BEFORE DB: 0.22, AFTER DB LOSS WILL BE 0.26.

	6
	STATE
	COLORADO

	
	WIRE CENTER
	WESTMINSTER

	
	8-CHARACTER SWITCH ID
	WMNSCOMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	07-01-2006

	
	DA (s)
	111231

	
	FDI Address(es)
	X 2925 W 64 AVE

	
	Replacing
	REPLACING 539’ OF 24 GAUGE WITH 525’ OF 24 GAUGE.  CURRENT DB LOSS IS .9 AND NEW DB LOSS IS .86

REPLACING 280’ OF 26 GAUGE WITH 270’ OF 24 GAUGE.  CURRENT DB LOSS IS .55 AND NEW DB LOSS IS .45.

RPLACING 811’ OF 26 GAUGE WITH 777’ OF 24 GAUGE.  CURRENT DB LOSS IS 1.980 AND NEW DB LOSS IS 1.250.

REPLACING 395’ OF 26 GAUGE WITH 389’ OF 4 GAUGE.  CURRENT DB LOSS IS 1.010 AND THE NEW DB LOSS IS .640.

REPLACING 165’ OF 24 GAUGE WITH 150’ OF 24 GAUGE.  CURRENT DB LOSS IS .270 AND THE NEW DB LOSS .250.

REPLACING 407’ OF 26 GAUGE WITH 410’ OF 24 GAUGE.  CURRENT DB LOSS IS 1.040 AND THE NEW DB LOSS IS .680.

REPLACING 710’ OF 24 GAUGE WITH 498’OF 24 GAUGE.  CURRENT DB LOSS IS 1.150 AND THE NEW DB LOSS .820.

REPLACING 63’ OF 26 GAUGE WITH 35’ OF 24 GAUGE.  CURRENT DB LOSS IS .170 AND THE NEW DB LOSS IS .060.

REPLACING 146’ OF 24 GAUGE WITH 140’ OF 24 GAUGE.  CURRENT DB LOSS IS.250 AND THE NEW DB LOSS IS .240.  

REPLACING 5’ OF 24 GAUGE WITH 15’ OF 24 GAUGE.  CURRENT DB LOSS IS .010 AND THE DB LOSS IS .030.  

REPLACING 35’ OF 24 GAUGE WITH 45’ OF 24 GAUGE.  CURRENT DB LOSS IS .060 AND THE NEW DB LOSS IS .080.

REPLACING 80’ OF 24 GAUGE WITH 132’ OF 24 GAUGE.  CURRENT DB LOSS IS .140 AND THE NEW DB LOSS IS .220.

	7
	STATE
	COLORADO

	
	WIRE CENTER
	NORTHEAST

	
	8-CHARACTER SWITCH ID
	DNVRCONE

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-21-2006

	
	DA (s)
	412611, 411621

	
	FDI Address(es)
	6650 E 60TH  AV AND 6790 E 56TH AV.

	
	Replacing
	THIS COMMERCE CITY ROAD MOVE JOB ABANDONS/RETIRES 5,268’ OF 24GA BURIED CABLE.  IN ADDITION, IT THROWS A SECTION OF AERIAL CABLE THAT WILL TRANSFER SIXTEEN F2 WORKING LINES AND FOUR F2 TERMINALS.  THE WORKING LINES WILL BE MOVED FROM TPR 411621 AT SAI 6650 E 60TH AV, TO TPR 412611 AT SAI 6790 E 56TH AV.  THE NEW F2 LOOPS DO NOT ADD DB LOSS TO THE CABLE MAKEUP; BUT THE NEW F1 UG COPPER LOOPS DO INCREASE DB LOSS TO THE CABLE MAKEUP.
THE OLD F1 UG COPPER LOOP FROM SAI 6650 E 60TH AV TO THE CO IS 10.6KF.

THE NEW F1 UG COPPER LOOP FROM SAI 6790 E 56TH AV TO THE CO WILL BE 13.9 KF.

	8
	STATE
	COLORADO

	
	WIRE CENTER
	COLORADO SPRINGS MAIN

	
	8-CHARACTER SWITCH ID
	CLSPCOMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	07-09-2006

	
	DA (s)
	220160

	
	FDI Address(es)
	X 801 SAN RAFAEL

	
	Replacing
	THIS JOB WILL REPLACE DAMAGED SECTIONS OF CABLE ON N PROSPECT.  10’ OF BKTH-25, 153’ OF BKTH-50 AND 372’ OF XXML-26 CABLE IS BEING REPLACED WITH 718’ OF NEW ANMW-50.  THE ORIGINAL DB LOSS IS (1.31 DB).  THE DAMAGED SECTION WILL BE REPLACED WITH A 50PR 24GA CABLE WITH A DB LOSS OF (1.56 DB).

	9
	STATE
	IOWA

	
	WIRE CENTER
	SHELDON

	
	8-CHARACTER SWITCH ID
	SHLNIATC

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-03-2006

	
	DA (s)
	120402

	
	FDI Address(es)
	1900P

	
	Replacing
	OLD F2 ROUTE OF 1.438KF @ 28KHZ=1.520 DB
NEW F2 ROUTE OF 1.538KF @ 28KHZ=1.620 DB CHANGE OF -0.1DB LOSS

IDOT ROAD WIDENING PROJECT: NHSX-60-3(22)—3H-71 ON HWY-18.

	10
	STATE
	IOWA

	
	WIRE CENTER
	MANAWA

	
	8-CHARACTER SWITCH ID
	CNBLIAMW

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	04-28-2006

	
	DA (s)
	116002

	
	FDI Address(es)
	CPHWY6GL6

	
	Replacing
	OLD F2 ROUTE OF 1.050KF @ 28KHZ=1.110DB

NEW F2 ROUTE OF 1.200KF @ 28KHZ=1.270DB

CHANGE OF -.16DB LOSS

CITY OF COUNCIL BLUFFS 225TH ST PROJECT

	11
	STATE
	MINNESOTA

	
	WIRE CENTER
	ROCHESTER

	
	8-CHARACTER SWITCH ID
	ROCHMNRO

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-30-2006

	
	DA (s)
	170202

	
	FDI Address(es)
	X 1705 28 ST NW

	
	Replacing
	REPLACE TWO SPANS OF AERIAL CABLE DUE TO DETERIORATION CAUSING SERVICE OUTAGES & REMOVE BRIDGE TAP.

BEFORE: 24 FEET BKMH-100 PLUS 126 FEET BKMA-50 @ 28KHZ = .250

AFTER: 154 FEET BKMP-100 @ 28KHZ = .260

CHANGE OF +0.01DB LOSS.

BEFORE: 24 FEET BKMA-50 PLUS 130 FEET BKTH-50 @ 28KHZ = .380

AFTER: 130 FEET BKMP-100 @ 28KHZ =.260

CHANGE OF -0.12DB LOSS.

BEFORE 70 FEET BKMA-50 @ 28KHZ = .120

AFTER: 90 FEET BKMP-50 @ 28KHZ = .150

CHANGE OF +0.03BD LOSS.

	12
	STATE
	MINNESOTA

	
	WIRE CENTER
	MARSHALL

	
	8-CHARACTER SWITCH ID
	MRSHMNMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-31-2006

	
	DA (s)
	310304

	
	FDI Address(es)
	X 120H

	
	Replacing
	THE CABLE REPLACEMENT IS IN MARSHALL, MN ALONG E MARSHALL STREET, THE CABLE HAS GONE WET AND IS FAILING.  THIS SECTION OF CABLE NEEDS TO BE REPLACED RIGHT AWAY.  THE CABLE IS A 1313S-GT COMPOSITE, WITH 100PR AT 22GA AND 1200PR AT 26GA, THE NEW CABLE WILL BE ANMW-900 WITH THE COUNT OF 120H,1-900.  IN MOST OF THE MAKE UPS THE DB LOSS WILL IMPROVE, EXCEPT IN THE 100 PR THAT IS 22GA THE DB LOSS WILL INCREASE +0.42DB.

	13
	STATE
	MINNESOTA

	
	WIRE CENTER
	BATTLE LAKE

	
	8-CHARACTER SWITCH ID
	BTLKMNBA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-12-2006

	
	DA (s)
	290402

	
	FDI Address(es)
	X 300/10

	
	Replacing
	THIS JOB SHALL REROUTE CABLE DUE TO ROAD CONSTRUCTION OF 402ND AVE IN RURAL BATTLE LAKE, MN.  WORK SHALL CONSIST OF PLACING APPROXIMATELY 2680’ OF ANMW-50 PR CABLE AND ABANDONING 2298’ OF AJAW-50 (1974) AND 116’ OF ANAW-25 (’95).  REPLACING THIS CABLE WILL RESULT IN A .41DB INCREASE AT 1004 HZ, WHICH RESULTS IN AN INCREASE OF 59.44 OHMS OF RESISTANCE.  THIS AREA IS APPROXIMATELY 21.98KF FROM THE CENTRAL OFFICE AND 2.56 KF FROM THE X BOX OF 300/10.

	14
	STATE
	MINNESOTA

	
	WIRE CENTER
	ANOKA

	
	8-CHARACTER SWITCH ID
	ANOKMNAN

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	07-31-2006

	
	DA (s)
	120504 & 121302

	
	FDI Address(es)
	X HWY 10 & CO RD 56, X 14299 RAMSEY BLVD & 15061 RAMSEY BLVD

	
	Replacing
	ROAD CONSTRUCTION WILL BEGIN IN THE 2ND QUARTER OF 2006 FOR THE RECONSTRUCTION OF RAMSEY BLVD NW (ROUTE 1, SECTION 1211), BETWEEN US HWY 10 AND THE BNSF RAILROAD TRACKS (400’) IN THE CITY OF RAMSEY.  PRESENTLY IN THIS SECTION THERE IS A 2700 PAIR CONTROL POINT, X HYW 10 & CO RD 56 (DA 120504).  THIS CP PROVIDES MULTIPLE F2 COUNT TO TWO TRAILING SAI’S LOCATED WITHIN THIS DA AND ONE IS IN A MIXED TRANSMISSION DESIGN.  THE TRAILING SAI’S ARE: X 14299 RAMSEY BLVD & X 15061 RAMSEY BLVD.  ALSO WITHIN THIS SECTION IS THREE BURIED F2 CABLES (19GA., 22GA. & 24 GA.) THAT WILL BE ABANDONED.  IN ORDER TO PROVIDE FOR THE RELOCATION OF NEW FACILITIES, A NEW PROPOSED F1 CABLE (24GA) & SAI WILL BE PLACED.  THIS WILL ALLOW FOR THE REMOVAL OF THE CP AND THE TWO TRAILING SAI’S.  THE SAI, X 14299 RAMSEY BLVD WILL BE REMOVED AND ALL EXISTING WORKING LINES WILL BE FED THROUGH THE NEW SAI, X 14165 RAMSEY BLVD.  TO PROVIDE A SOLUTION FOR THE MIXED TRANSMISSION DESIGN DA 120504 WILL BE SPLIT AND THE SAI, X 15061 RAMSEY BLVD WILL BE PLACED IN THE NEW DA, 121302.  ALL EXISTING CABLES WILL CHANGE FROM 19 & 22 GAUGE TO 24 GAUGE.  THE GAUGE CHANGE WILL AFFECT THE DA’S OF 120504 & 121302.  THE EXISTING CABLE LENGTHS AND THE NEW PROPOSED CABLE LENGTHS WILL REMAIN THE SAME.  ALL DA’S ARE WITHIN RZ 1500 AND WILL CONTINUE TO SUPPORT SERVICES WITHOUT NEEDING COURSE GAUGE (24.2 KFT FROM CO).

	15
	STATE
	MINNESOTA

	
	WIRE CENTER
	WHITE BEAR LAKE

	
	8-CHARACTER SWITCH ID
	WBLKMNWB

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-15-2006

	
	DA (s)
	150302, 111002, 160102

	
	FDI Address(es)
	5801 N 147 ST: X6129 N 150 ST; 14558 FINALE AV N.

	
	Replacing
	WASHINGTON COUNTY IS RECONSTRUCTING FRENCHMAN RD (CO RD 14) STARTING 4/1/2006.  THEY WILL BE REALIGNING AND SUBCUTTING FRENCHMAN RD AT HIGHWAY 61.  THE REPLACEMENT OF THE BURIED XXSX-505 FOR 3206 FEET IS NECESSARY DUE TO AIR PRESSURE ISSUES WITH THE CABLE.  THIS CABLE WILL BE ABANDONED.  THE 19 GAUGE PORTION OF THE CABLE HAS A 2.04DB LOSS.  THIS WILL BE REPLACED OF 2760 FEET OF 22 GAUGE UNDERGROUND CABLE WITH A 2.97DB LOSS CALCULATION.

	16
	STATE
	MINNESOTA

	
	WIRE CENTER
	CLOQUET

	
	8-CHARACTER SWITCH ID
	CLQTMNCA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	9-01-2006

	
	DA (s)
	310902

	
	FDI Address(es)
	X TH 210 & 135

	
	Replacing
	REPLACING THE ENTIRE F2 SECTION.  OLD SECTION 1104 FT 24 AWG 57.739 OHMS AND 3.244 DB LOSS.  NEW SECTION 1889 FT 24 AWG 98.794 OHMS AND 5.577 DB LOSS.

	17
	STATE
	MINNESOTA

	
	WIRE CENTER
	ELK RIVER

	
	8-CHARACTER SWITCH ID
	EKRVNMER

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-01-2006

	
	DA (s)
	320701, 320702

	
	FDI Address(es)
	HWY 101 & 65 ST, 16348 NE 70 ST

	
	Replacing
	Qwest has been notified that  Hwy 101 will be upgraded to freeway status starting 6-1-06. This will require relocation of all existing copper facilities from the Hwy 101 right of way. The new F1 section will be a fiber replacement. New max loop will be 13.3KF.This will not neg affected wkg svc's, existing max lp length is 35.5.

	18
	STATE
	MINNESOTA

	
	WIRE CENTER
	ELK RIVER

	
	8-CHARACTER SWITCH ID
	EKRVMNER

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-01-2006

	
	DA (s)
	320202, 320305

	
	FDI Address(es)
	PARRISH & QUADAY AV NE & 20 TAMARACK DR.

	
	Replacing
	Qwest has been notified that  Hwy 101 will be upgraded to freeway status starting 6-1-06. This will require relocation of all existing copper facilities from the Hwy 101 right of way. The new F1 section will be a fiber replacement. New max lp will be 4.0KF , existing max lp length is 25.3. This will not neg affected wkg svc's.

	19
	STATE
	MINNESOTA

	
	WIRE CENTER
	CASS LAKE

	
	8-CHARACTER SWITCH ID
	CSSLMNCL

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	07-01-2006

	
	DA (s)
	110402, 190502, 192502

	
	FDI Address(es)
	X CO RD 60 & N 6 ST, X CO RD 60 & 148, X 100/14

	
	Replacing
	DA 110402,X CO RD 60 & N 6 ST,  F1@28KHZ .030 DB LOSS INCREASE

                                                            F2@28KHZ LOSS INCREASE FROM 0 TO 2.12DB

DA 190502, X CR60 & 148,               F1@ 28KHZ .31 DB LOSS INCREASE

                                                             F2 @ 28KHZ LOSS INCREASE FROM 0 TO 1.430DB

DA 192502,X 100/14                          F1@ 28KHZ .62 DB LOSS INCREASE

                                                             F2 @ 28KHZ .004 DB LOSS INCREASE

RETIREMENTS ARE AS FOLLOWS.1,329' 19 GUAGE

                                                                7,131' 22 GUAGE

                                                                32,769' 24 GUAGE

PLACEMENTS ARE AS FOLLOWS  31,502' 24 GUAGE

	20
	STATE
	MONTANA

	
	WIRE CENTER
	COLUMBUS

	
	8-CHARACTER SWITCH ID
	CLMBMTMA

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	04-15-2006

	
	DA (s)
	220741, 220841, 220941

	
	FDI Address(es)
	4386 HWY 78, 202 HWY 78, 40 HWY 78

	
	Replacing
	QWEST IS RELOACTING FACILITIES IN CONFLICT WITH STATE HIGHWAY PROJECT.  F1 CABLE SECTION 1: 14,014’ 22GA WILL BE REPLACED WITH 17,570’ OF 22 GA.  THE LOSS WILL INCREASE +4.38DB.  F1 SECTION 2: 2,795’ 22 GA WILL BE REPLACED WITH 2,752’ OF 22 GA.  THE LOSS WILL DECREASE BY -0.05 DB.  F1 SECTION 3: 19,440’ OF 22 GA WILL BE REPLACED WITH 20,250’ OF 22 GA.  THE LOSS WILL INCREASE BY +0.990DB.  F2 SECTION 1: 13,388’ OF 19 GA WILL BE REPLACED WITH 12,190’ OF 22 GA.   THE LOSS WILL INCREASE BY +5.34DB.  F2 SECTION 2: 2,790’ OF 19 GA WILL BE REPLACED WITH 2,794’ OF 22 GA.  THE LOSS WILL INCREASE BY +1.25DB.  F2 SECTION 3: 19,749’ OF 19GA WILL BE REPLACED WITH 20,347 OF 24 GA.  THE LOSS WILL INCREASE BY +21.5DB.  F2 SECTION 4: 8,562’ OF 22 GA WILL BE REPLACED WITH 8,882’ OF 22 GA.  THE LOSS WILL INCREASE BY +0.39DB.

	21
	STATE
	SOUTH DAKOTA

	
	WIRE CENTER
	SIOUX FALLS SW

	
	8-CHARACTER SWITCH ID
	SXFLSDSW

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-01-2006

	
	DA (s)
	111901

	
	FDI Address(es)
	

	
	Replacing
	THE EXISTING 1.220 KF OF 19GA CABLE WILL BE REPLACED WITH 1.220 KF OF 24 GAUGE CABLE THAT WILL ALSO BE FEED FROM THE NEW SAI.  THE NEW SAI WILL PROVIDE THE EQUIVALENT SERVICES AS THE EXISTING DIRECT FEED TERMINAL BUT WILL HAVE AN INCREASED DB LOSS.

	22
	STATE
	WASHINGTON

	
	WIRE CENTER
	RENTON

	
	8-CHARACTER SWITCH ID
	RNTNWA01

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	04-30-2006

	
	DA (s)
	272601

	
	FDI Address(es)
	X 7300 133D SE

	
	Replacing
	Qwest must vacate old pse pole so developer can widen road and place driveway; relocating existing facilities to next closest pole, 150' further west. Replacing 70' anmw-25 with 220' anmw-25, both 24ga. This cable is RT fed to an SAI x 7300 133d se.    

	23
	STATE
	WASHINGTON

	
	WIRE CENTER
	VANCOUVER

	
	8-CHARACTER SWITCH ID
	VANCWANO

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	06-15-2006

	
	DA (s)
	221831

	
	FDI Address(es)
	15407 NE 72ND AVE

	
	Replacing
	A 486' section of buried cable has gotten wet and pairs have broken down, this cable is fed by the SAI at 15407 NE 72nd Avenue.

486’ section of 25 pair 19 gauge cable will be replaced with 486’ of 25 pair 24 gauge cable increasing the db loss by 0.52; this cable has the count of 15407-72,251-275.

Due to the service affecting troubles caused be this bad cable an exception to the 95 day disclosure date has to be made

	24
	STATE
	WASHINGTON

	
	WIRE CENTER
	OTHELLO

	
	8-CHARACTER SWITCH ID
	OTHEWA01

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	05-15-2006

	
	DA (s)
	412102

	
	FDI Address(es)
	

	
	Replacing
	Adams County road project is requiring Qwest to move some of our cables. Qwest will be replacing 9.532KFt of 22 gauge cable with 9.577KFt of 24 gauge cable with a negitive loss of 4.94dB and Qwest will be replacing 7.552KFt of 24 gauge cable with 7.628KFt of 24 gauge cable with a negitive loss of .14dB. The RFS date is 5/15/06 due to the timing of the road project.

	25
	STATE
	WASHINGTON

	
	WIRE CENTER
	WALLA WALLA

	
	8-CHARACTER SWITCH ID
	WLWLWA01

	
	COMPLETION DATE/PLANNED RETIREMENT DATE
	07-15-2006

	
	DA (s)
	2115

	
	FDI Address(es)
	3010i

	
	Replacing
	OLD F2 2150’ AT 22 GAUGE NEW F2 WILL BE 2150’ AT 24 GAUGE.


Additional Information: 
Any customer premises equipment vendor/manufacturer or enhanced services provider desiring additional technical information in conjunction with this Disclosure can contact:

Georganne Weidenbach

Georganne.Weidenbach@qwest.com
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